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 Introduction 
 Purpose  

 

This document (Report) is issued by New Acland Coal Pty Ltd (New Acland Coal/NAC) in 
respect of the New Acland Coal Mine Stage 3 project (New Acland Mine or Project) 
 
The purpose of this Report is to make publicly available environmental monitoring reports 
from air, noise and vibration monitoring that has been conducted at and around the New 
Acland Mine in accordance with environmental authority EPML00335713 (Environmental 
Authority / EA). 
 
This Report exclusively covers the period commencing on 01 January 2026 and ending on 
31 January 2026 (Monitoring Period).  
 
This report is intended to satisfy the requirements of Condition 3 of the Co-ordinator 
General’s Imposed Conditions applicable to the Project.1   
 

 Overview of operations during the Monitoring Period 
 

During the Monitoring Period, mining related activities continued in Manning Vale East, 
Manning Vale West and Willeroo pits. The mining activities at each pit are presented in 
Table 1 below. 
 

Table 1: Mining related activities at each pit  

Pit Activities 

Manning Vale East Vegetation clearing, topsoil removal, coal extraction, removal of 
overburden, progressive rehabilitation, drill and blast works. 

Manning Vale West No activity 

Willeroo Vegetation clearing, topsoil removal, removal of overburden, drill 
and blast works, progressive rehabilitation, coal extraction. 

 
NAC operations occurred over a 24-hour period, where noise permits (i.e. actively 
monitoring their performance noise monitoring system) and deemed safe.  The heavy 
vehicle workshop operates from 6:30 am to 6:30 pm, with toolbox talks and general 
preparation occurring between 6:30 am and 7:00 am.  
 

NAC started mining coal in October 2023, with capacity and output steadily increasing from 
that time.  The Coal Handling and Preparation Plant (CHPP) typically operates on a 24-hour 
basis, outside of maintenance and shutdown events. Mobile plant that supports the CHPP 
include: 

 Wheel loader and haul truck for run-of-mine (ROM) bin loading and rejects removal.  
Alternatively, only ROM coal haul trucks operating if they are directly feeding coal to 
the ROM bin. 

 Qube trucks hauling export coal to Jondaryan Rail Loadout Facility (JRLF), wheel 
loader to fill Qube trucks when required.  Where Qube trucks operate within NAC’s 
mining lease, whether that be on a mine haul route or public road, noise generated 
from their operation is subject to the relevant time period noise level limits prescribed 

 
1 As last stated in the New Acland Coal Mine Stage 3 project Coordinator-General’s change report No. 4 – amendment to stated 
conditions following Land Court (2021) proceedings released on 26 May 2022. 
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in Schedule F - Table F1 of NAC’s Environmental Authority (as reproduced in Table 
14). 

 Ancillary equipment used around the CHPP – Bobcat, small loader. 
  

 Environmental Monitoring  
During the Monitoring Period, the following monitoring was undertaken:  
• Meteorological Monitoring (Section 2.1) 
 Wind Speed and Direction  
 Temperature 
 Precipitation 
 Relative Humidity 
 Solar Radiation 
 Net radiation 

• Air Quality Monitoring (Section 2.2)  
 Total suspended particles (TSP) using TEOMs.  
 PM2.5 using TEOMs.  
 PM10 using TEOMs.  
 Insoluble solids. 

• Noise Monitoring (Section 2.3)  
 Continuous performance monitoring. 
 Attended sensitive receptor monitoring. 

• Vibration Monitoring (Section 2.4)  
 Blast and vibration results at sensitive receptors.  

 
All environmental monitoring described in this Report was conducted by appropriately 
qualified personnel as required under Schedule B of the Environmental Authority and using 
equipment / instruments maintained in accordance with Condition A5(d) of the 
Environmental Authority.  
 

 Meteorological Monitoring Location and Parameters  
A weather station is situated within the Acland Township to provide real-time conditions to 
the site. This includes monitoring for the parameters outlined within the Table 2 below. The 
station has been constructed and installed in accordance with AS AS/NZS 3580:14:2014.  
 
Table 2: Meteorological monitoring site and parameters 

Parameter Site ID Device / Instrument Measuring Method 

Wind Speed, 
Direction and Sigma  

1 – Acland  

RM Young 86000 Methods for sampling 
and analysis of ambient 
air, AS/NZS 3580.14-
2014, Meteorological 
monitoring for ambient 
air quality monitoring 
applications 

Temperature and 
Relative Humidity  

RM Young 41382VC 

Rainfall  RM Young 52202 Tipping 
Bucket 
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 Air Quality Monitoring Locations and Parameters  
 

Air quality monitoring was performed at eight (8) locations during the Monitoring Period. 
The parameters that are monitored at each location are listed in Table 3 and shown in 
Appendix 1 – Monitoring Locations. 

It is noted that certain location descriptions outlined below deviate from that which is 
outlined in the Environmental Authority conditions with the rationale for such deviations 
being set out in New Acland Coal’s Air Emissions Management Plan. 
 
Table 3: Air quality monitoring sites and parameters 
 
 

Parameter 

Site ID 

1, 2 
(Acland) 

7, 8 
(North) 

44 
(Northwest) 

38, 39  
(West) 

37 
(West) 

35, 36 
(West) 

16 (East) 
Acland-
Silverleigh 
Road 

15 
(East) 

PM2.5 TEOM         
PM10 TEOM         
TSP TEOM         
Dust gauge 
– insoluble 
solids 

        

 
 Noise Monitoring Parameters and Locations  

Continuous performance noise monitoring utilising NAC’s network of directional 
environmental noise compass (ENC) monitoring stations, and short-term operator attended 
compliance noise monitoring are utilised to ensure that NAC operations do not cause an 
environmental nuisance in the form of noise on the nearest sensitive receptors, generally 
residential properties near the lease boundaries. The monitoring locations are outlined in 
Table 4, and shown in Appendix 1 – Monitoring Locations. 
 
In accordance with Environmental Authority Conditions F5, F7 and F13, NAC is required to 
undertake monthly compliance noise measurements at the nominated residential locations 
listed in Table F2 of the Environmental Authority. This monthly compliance monitoring is 
undertaken as a series of short-term, operator attended noise measurements by an 
appropriately qualified acoustic consultant.   
For further information on the noise monitoring strategy, please refer to the Noise and 
Vibration Management Plan.  
 
Table 4: Noise monitoring sites and parameters 
 
 

Purpose Locations 

Performance Monitoring 
– Directional Noise 
Compass2 

Northern Compass Acland Eastern Compass 

Attended Noise 
Monitoring 

1 4 8 10 11 15 16 18 34 35 38 BG 

 
2 Noise performance monitoring includes correlated noise compasses based on mining progression.   
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2.4 .  Blast and Vibration Monitoring Parameters and Locations  
Appropriate spatial analysis was undertaken to determine which noise sensitive places are  
closest to the centroid of each blast in each of the Stage 3 Mine’s three pits. Based on the 
progressive nature of blasting, it is anticipated that the nearest sensitive/commercial place 
will remain the same for significant periods of time (months, if not years). For further 
information on the vibration and blasting monitoring strategy, please refer to the Noise and 
Vibration Management Plan. 
 

 Data and Results  
Data collected over the course of this Monitoring Period have been summarised and 
presented in the following sections. Comparison to the limits prescribed by the 
Environmental Authority is provided.   
 

 Meteorological Monitoring  
During the Monitoring Period, weather conditions were monitored to determine the 
temperature, wind speed and direction, rainfall, and humidity. This data collected from the 
monitoring station are validated and made available on New Hope Group’s Real-Time Mine 
Noise Results page.  
The average conditions for the period are presented in Table 5 below. The weather 
monitoring station is managed and operated in accordance with AS/NZS 3580:14:2014.   
  
Table 5: Meteorological Data for the Monitoring Period 

Date 
Range 

Monthly 
Temperature 

Monthly 
Humidity 

Monthly Wind Speed 
Monthly Wind 
Direction 

Monthly 
Rainfall 

Min Max Average Min Max Average Total 

01/01/26 
to 
31/01/26 

14.6°C 38.4°C 66.8% 
 
0.1 m/s 
 

 
11.9 m/s 
 

100.4° 
45.1 
mm 

 
Wind rose diagram for the Monitoring Period is presented below in Figure 1 to show the 
distribution of wind speed and direction. 
 

 
 

Figure 1: Wind Rose Diagram for the Monitoring Period 

 

https://nac-emos.newhopegroup.com.au/dash/#/noise
https://nac-emos.newhopegroup.com.au/dash/#/noise
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 Air Quality Monitoring  
 

New Acland Coal collected real-time dust monitoring and monthly depositional dust data 
during the Monitoring Period to inform any offsite impacts. This included monitoring for total 
suspended particles (TSP), fine particulate matter (PM2.5, PM10), and insoluble solids.  
 
A summary of the data has been presented in Table 6. For the entire set of results, please 
refer to the appendices of this document. A month-to-month summary is also available 
online, Real-Time Air Quality and Noise Performance Monitoring Data dashboard.  
 
The data has been compared to the relevant Environmental Authority limits to determine 
compliance and outlined in Table 6. Interpretation of compliance is undertaken by 
comparing the EA nuisance limit to the 24-hour average.  
 

 Data Validation  
ACOEM performs data validation on behalf of NAC in accordance with the National 
Environmental Protection (Ambient Air Quality) Measure (AAQ NEPM) Technical Paper 
No.5: Data Collection and Handling. All data captured during the Monitoring Period 
undergoes validation to verify accuracy of the data and invalidate (remove) any data which 
is deemed inaccurate. A summary of the validated data is provided to NAC at the end of the 
monthly Monitoring Period.  
 
The validated data report completed by ACOEM (“ACOEM report”) is presented in Appendix 
3. 
 
Table 6: Compliance air quality monitoring data collected during the Monitoring 
Period. 
 

Location Units 

EA 
Limits 
(24 
hour) 

Data points 
(Count only) 

24-hour 
Average -
Monthly 
Maximum 

24-hour 
Average -
Monthly 
Minimum 

24-hour 
Monthly 
Average 

Total Suspended Particles (TSP) 
1, 2 (Acland) µg/m3 

 
Annual 
Air 
Quality 
Limit – 
90  
Nuisance 
Limit* – 
80 

27** 45.1 10.3 20.8 
7, 8 (North) 31 29.5 7.2 15.5 
38, 39 (West) 31 23.6 8.8 16.0 
35, 36 (West) 31 23.5 7.3 15.4 
16 (East) 
Acland-
Silverleigh Road 

31 23.5 7.7 15.5 

15 (East) 31 24.0 7.5 14.9 
Particulate Matter (PM10) 
1, 2 (Acland) µg/m3 

 
24-hour 
Avg   
50 

29 34.2 8.1 17.2 
7, 8 (North) 31 21.0 5.6 11.6 
38, 39 (West) 6** 21.0 12.9 18.3 
35, 36 (West) 5** 9.7 7.7 9.0 
16 (East) 
Acland-
Silverleigh Road 

31 17.9 5.7 11.7 

15 (East) 
 

26 20.4 6.8 12.3 

https://nac-emos.newhopegroup.com.au/dash/#/main
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Location Units 

EA 
Limits 
(24 
hour) 

Data points 
(Count only) 

24-hour 
Average -
Monthly 
Maximum 

24-hour 
Average -
Monthly 
Minimum 

24-hour 
Monthly 
Average 

 
 
Particulate Matter (PM2.5)  
1, 2 (Acland) µg/m3 

 
24-hour 
Avg  
25 

31 12.0 3.0 5.8 
     

Deposition Dust – Insoluble Solids  
1, 2 (Acland) mg/m2

/day 
 

120 1^  -- -- 33 
7, 8 (North) 1^  -- -- 13 
44 (Northwest) 1^  -- -- 23 
38, 39 (West) 1^  -- -- --  # 
37 (West) 1^  -- -- 40 
35, 36 (West) 1^  -- -- 7 
16 (East) 
Acland-
Silverleigh Road 

1^  -- -- 23 

15 (East) 1^  -- -- 40 

* Environmental Nuisance under Schedule 15 of the Environmental Protection Act 1994 is defined as unreasonable 
interference or likely interference with an environmental value caused by air contaminants, visual conditions, or other ways 
as prescribed by regulation.  
** Instrument and/or site power faults were identified for rectification during the next maintenance and servicing round. 
*** The ACOEM report states that “Due to the impact of moisture in the sampled air, short term negative readings are  
common, particularly when preceded by periods of high particulate loading or humidity. This effect is exacerbated by high  
filter loads. Data is not invalidated as it would bias the data resulting in higher reported daily averages.”   
^ Monitoring period of 30 days has been included as per dust depositional standards, AS/NZS 3580.10.1.2016.  
# Sample bottle broken in transit to lab – no result 
 

  Noise Performance and Quality Monitoring  

New Acland Coal has collated and presented the continuous performance noise monitoring 
data that has been collected in accordance with the Environmental Authority, as described 
in section 2.3 above. A summary of the data is presented in Table 7 below. For the entire 
results set , please refer to Appendix 2 of this document. A month-to-month summary is 
also available online, on the Real-Time Mine Noise Results dashboard.  
 
The data has been compared to the relevant EA noise limits shown in Table 15 to determine 
compliance. Noise limits for NAC mine change based on the hours of operation and are 
more stringent during night shift (10:00 pm to 7:00 am). No blast noise is permitted on 
Sundays, and Public Holidays. Please refer to Appendix 5 for further information. If 
performance or compliance monitoring indicates the potential for exceedance of the relevant 
Environmental Authority limits, NAC undertakes a review of the noise source and 
implements noise abatement measures as required. 
 

 Noise Exclusions 
 

NAC’s Noise and Vibration Management Plan outlines the process of data exclusions and 
inclusions based on extraneous noise collected by the compasses. The data shown in Table 
7 is calculated from noise data collected by the compasses and excludes most instances of 

https://nac-emos.newhopegroup.com.au/dash/#/noise
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external noise generation that would have been excluded during usual operations. Common 
extraneous noise sources include wildlife, weather conditions (i.e. wind generated noise or 
noise from falling rain), vehicular movements from road traffic, and aircraft.  
 
Table 7 indicates that there were elevated noise events from the performance noise 
monitoring stations. These events are discussed in Section 4.1. 
 

Table 7: Continuous noise monitoring data collected during the Monitoring Period. 
 

Location  Units EA 
Limits 

Data points 
(Count only) 

Monthly 
Maximum  

Monthly 
Minimum  

Monthly 
Average  

Attended Monitoring  (Compliance) 
Refer to Appendix 3 for outcomes of the monitoring event.  
Performance Monitoring – LAeq 15 minutes (7AM – 6PM) * 
Location 1 – Acland  dBA 

 
42 1848 42 21 34 

Location 2 – North  1356 40 11 27 
Location 3 – East  1507 40 11 25 
Performance Monitoring – LAeq 15 minutes (6PM – 7AM) * 
Location 1 – Acland  dBA 

 
35 1024 36 22 33 

Location 2 – North  840 35 11 26 
Location 3 – East  981 35 11 26 
Performance Monitoring – LAmax (10 PM – 7AM) * 
Location 1 – Acland  dBA 

 
50 11108 52 33 42 

Location 2 – North  9837 59 28 43 
Location 3 – East 11767 56 26 43 

* Performance noise monitoring is undertaken onsite at the New Acland Mine and is not used to determine compliance with 
relevant Environmental Authority conditions.  
 
 

  Attended Compliance Noise Monitoring 

All operator attended noise monitoring data collected over the Monitoring Period has been 
assessed against the compliance limits of the relevant Environmental Authority conditions. 
These relevant Environmental Authority conditions are reproduced in Appendix 4, and the 
applicable Environmental Authority noise limits are reproduced in Table 15 in Appendix 5. 
Table 8 below summarises the data gathered during attended noise monitoring for January 
and shows that there were no recorded exceedances of the limits. 
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Table 8:Summary of January 2026 NAC Mine Attended Noise Monitoring Results 

 
 

  Blast and Vibration Quality Monitoring  

During the Monitoring Period, four (4) blasts were undertaken at NAC. All blasting was 
undertaken in the Manning Vale East and Willeroo pits. The closest sensitive receptors from 
the blasting locations were identified as the Acland Township, and private properties east of 
current operations captured under the ‘Rosenberger’ and ‘NE Monitor’ results in Table 9.  
 
The results of each blast are presented in Table 9 and comply with the Environmental 
Authority limits.   
 
Table 9:  Blast and vibration monitoring data collected during the Monitoring Period 

Date Time Location 
Airblast Overpressure  
(dB (Linear)) 

Ground Vibration 
Peak Particle Velocity 
(mm/sec) 

EA Limits  115 5 
2/01/26 11:08 am Acland Township  108.8 0.4 

Rosenberger 103.9 0.1 
NE Monitor 111.2 0.29 

12/01/26 11:08 am Acland Township  109.2 1.86 
Rosenberger 110 1.77 
NE Monitor 110.8 1.23 

19/01/26 3:16 pm Acland Township  107.5 1.18 
Rosenberger 105 1.35 
NE Monitor 111.6 1.24 

27/01/26 2:59 pm Acland Township  95.9 0.27 
Rosenberger 98.3 0.26 
NE Monitor 110.5 0.63 
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 Compliance Review and Conclusion  

 

During the Monitoring Period there were no recorded non-compliances in dust or blasting 
against the relevant Environmental Authority limits.  
There were no non-compliances against the noise levels prescribed in the Environmental 
Authority recorded during the attended compliance noise monitoring (Section 4.1 below). 
Noise levels above the relevant Environmental Authority limits were occasionally recorded 
by the continuous monitoring system. These elevated levels are discussed in subsection 4.2 
below. 
 
Appendix 2 – Environmental Monitoring Data sets out full results for monitoring conducted 
during the Monitoring Period, including graphical representations.  
 
NAC remains committed to the protection of environmental values and to upholding strong 
standards of environmental stewardship. The operation continues to undertake all 
monitoring required under its Environmental Authority, supplemented by additional 
performance monitoring to support proactive management of potential impacts. This 
ongoing approach reflects NAC’s dedication to continually improving its environmental 
performance and maintaining responsible operations within the surrounding community. 
 

  Attended Compliance Noise Monitoring 

All operator attended noise monitoring data at the eleven (11) noise monitoring locations 
(NML) collected over the Monitoring Period has been assessed against the compliance limits 
of the relevant Environmental Authority conditions. The relevant Environmental Authority 
conditions are reproduced in Appendix 4, and the applicable Environmental Authority noise 
limits are reproduced in Table 14 which are set out in Appendix 5.  
 
The operator attended noise monitoring report for this month is presented in Appendix 3 
and concluded that NAC mine noise levels during the January 2026 monitoring period were 
compliant with the NAC Environmental Authority. 

 
  Continuous Performance Noise Monitoring 

Performance monitoring is undertaken onsite at the New Acland Mine to aid in managing 
noise emissions from site, however, is not used to determine compliance with relevant 
Environmental Authority limits.  
During the Monitoring Period, several short-lived elevated LAmax and LAeq readings were 
detected across the operational monitoring locations. Most of these were associated with 
routine on-site activities and were managed accordingly at the time through normal 
operational re-adjustments and followed immediately by a return to compliant noise levels. 
Some exceedances cannot be immediately recognised as mine related noise and may be 
caused by non-mine activity close to the noise monitoring stations. These exceedances are 
reviewed individually by listening to the recorded sounds for the specific time period and 
determining the cause of the exceedance. To provide transparency these determinations are 
provided in tabular form below, giving the comments and allocations for the exceedances 
that were reviewed by NAC environmental staff.  
No community complaints were received. 
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Table 10 presents details on the slightly elevated LAeq noise events. Table 11 presents 
details on the elevated LAmax noise events. 
 
Table 10: Elevated LAeq noise event details 

Location Date and 
time 

Noise level 
(dBA LAeq) 

Comment 

Location 1 –
Acland 

06/01/2026  
8:00:00 PM 

35.5 

Elevated noise sample of 35.5dB recorded in the Acland 
monitor. Pulled up Ex112 circuit, Gr706, WT008 and Dz612 
during the period due to changing wind conditions increasing 
the general mine noise, unable to drop within our guidance 
levels for this interval. Action taken:  Pump running in WIL pit 
shut down, splitting Ex112 circuit between Dump_12 and 
Dump_22 to mitigate the engine noise in Acland. WD802 
moving from Dump_15 to Dump_22 to assist. 

09/01/2026  
4:30:00 AM 

35.6 Exclude: Persistent insect and frog noise, roosters 

28/01/2026  
2:00:00 AM 

35.6 Exclude: Persistent insect and frog noise 

Note: Exceedances >35 but < 35.5 have been excluded due to rounding 

 
Table 11: Elevated LAmax noise event details 

Location Date and 
time 

Noise 
level 
(dBA 
LAmax) 

Comment 

Location 1 –
Acland 

11/01/2026  
5:50:00 AM 

50.6 
Exclude: Birds and insects, mine noise faintly audible under 
natural sounds 

11/01/2026  
6:24:00 AM 

52.1 
Exclude: Birds and insects 
 

30/01/2026  
2:02:00 AM 

52.4 
Mine noise - rock drop - 3 second duration 
 

Location 6 –
East 

05/01/2026 
6:57:00 AM 54.2 

Exclude: Birds and insects, mine noise faintly audible under 
natural sounds 

23/01/2026 
22:26 51.6 Exclude: strong wind noise, wind buffeting the monitor 

23/01/2026 
22:28 56.1 Exclude: strong wind noise, wind buffeting the monitor 

23/01/2026 
22:50 50.1 Exclude: strong wind noise, wind buffeting the monitor 

26/01/2026 
23:58 50.6 

Exclude: strong wind noise, wind buffeting the monitor 

27/01/2026 
3:10 53.3 

Exclude: strong wind noise, wind buffeting the monitor 

Location 2 –
North  

19/01/2026  
2:35:00 AM 

59.3 
Exclude: Truck passing on the highway 
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Appendix 1 – Monitoring Locations 
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Appendix 2 – Environmental Monitoring Data  
 

Table 12: New Acland Coal's Air Quality Monitoring for Total Suspended Particles (TSP), PM10, and PM2.5 
 

Date 
1, 2 (Acland) 7, 8 (North) 38, 39 (West) 35, 36 (West) 

16 (East) Acland-Silverleigh 
Road 

15 (East) 

TSP PM10 PM2.5 TSP PM10 TSP PM10 TSP PM10 TSP PM10 PM2.5 TSP PM10 
01/01/2026 14.8 14.0 4.7 13.1 10.0 11.8  <data 9.7 9.0 11.7 9.6 4.4 10.3 9.6 

02/01/2026 21.1 15.4 4.4 12.7 9.7 12.1  <data 11.7 9.7 12.0 9.8 3.2 11.1 9.9 

03/01/2026 16.1 11.6 4.0 16.5 10.5 12.1 <data 11.9 9.0 10.2 8.2 3.9 9.5 8.7 

04/01/2026 11.2 10.1 4.3 12.5 9.4 10.4 <data 9.3 7.7 11.4 8.7 2.9 10.7 9.2 

05/01/2026 13.2 <data 4.7 13.8 9.7 13.6 <data 10.9 9.6 12.5 9.4 3.4 12.7 10.5 

06/01/2026 17.6 <data 3.4 10.7 8.8 12.5 <data 11.4 <data 10.9 9.3 3.1 10.2 9.4 

07/01/2026 24.9 18.7 4.0 11.4 8.9 12.7 <data 13.2 <data 11.1 8.9 1.6 11.2 9.5 

08/01/2026 18.0 14.2 3.6 10.6 8.3 11.7 <data 10.6 <data 10.1 8.4 2.8 9.8 9.0 

09/01/2026 23.0 17.5 4.8 14.6 11.2 14.1 <data 14.0 <data 14.1 10.7 2.4 13.1 11.8 

10/01/2026 17.7 15.5 4.6 15.9 12.2 19.1 <data 15.3 <data 15.4 11.8 3.7 14.0 13.2 

11/01/2026 18.4 16.7 5.7 16.6 13.1 16.0 <data 15.4 <data 15.9 13.0 5.2 15.3 14.2 

12/01/2026 30.3 25.5 7.7 11.8 10.2 14.8 <data 12.6 <data 11.0 10.9 6.1 12.9 12.6 

13/01/2026 12.1 9.0 4.2 7.2 5.6 8.8 <data 7.3 <data 7.7 5.7 3.1 7.5 6.8 

14/01/2026 27.2 19.2 5.1 14.4 10.1 15.0 <data 16.2 <data 14.9 10.3 3.9 14.3 12.2 

15/01/2026 18.7 15.9 5.8 16.5 12.7 17.7 <data 16.5 <data 17.4 12.9 6.2 15.8 14.9 

16/01/2026 14.6 11.4 5.3 13.2 9.0 23.6 <data 13.9 <data 14.2 9.2 4.2 13.4 10.6 

17/01/2026 13.5 10.3 6.5 11.4 8.4 11.6 <data 11.1 <data 13.5 9.3 4.7 13.3 10.7 

18/01/2026 10.3 8.1 3.7 8.6 7.1 9.0 <data 8.5 <data 9.5 7.2 3.5 8.8 8.3 

19/01/2026 17.9 13.3 3.0 8.6 6.8 11.1 <data 9.9 <data 10.1 7.4 2.7 10.2 9.5 

20/01/2026 21.6 14.6 3.5 11.9 9.2 18.2 <data 13.4 <data 12.7 9.6 3.2 13.2 12.3 

21/01/2026 22.6 14.9 5.6 20.4 14.1 19.3 <data 20.5 <data 21.9 14.9 4.3 21.6 16.8 

22/01/2026 22.9 17.1 7.3 21.4 15.6 22.3 <data 21.1 <data 22.2 15.8 6.1 22.1 19.0 

23/01/2026 45.1 27.4 10.4 21.7 17.5 19.7 <data 21.5 <data 21.7 17.5 7.9 20.4 20.0 
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Date 
1, 2 (Acland) 7, 8 (North) 38, 39 (West) 35, 36 (West) 

16 (East) Acland-Silverleigh 
Road 

15 (East) 

TSP PM10 PM2.5 TSP PM10 TSP PM10 TSP PM10 TSP PM10 PM2.5 TSP PM10 
24/01/2026 28.4 17.4 7.8 20.1 15.3 19.3 20.8 21.9 <data 23.2 16.5 7.2 21.2 18.4 

25/01/2026 22.2 18.5 12.0 22.8 16.7 20.9 21.0 22.3 <data 23.5 17.9 6.4 24.0 20.4 

26/01/2026 26.1 16.3 6.4 16.1 10.7 15.6 12.9 16.4 <data 18.1 12.5 4.3 16.6 13.0 

27/01/2026 32.0 24.6 10.3 29.5 21.0 19.0 20.6 20.7 <data 21.1 16.8 8.6 20.2 <data 

28/01/2026 <data 22.8 8.0 20.2 15.7 21.9 <data 23.3 <data 21.0 15.6 6.6 20.2 <data 

29/01/2026 <data 34.2 7.0 20.0 15.2 22.0 <data 21.9 <data 19.8 15.0 4.7 19.8 <data 

30/01/2026 <data 27.5 6.4 17.8 13.6 19.0 17.0 21.1 <data 19.4 14.2 4.5 18.2 <data 

31/01/2026 <data 18.1 5.2 18.2 14.1 19.9 17.3 23.5 <data 21.1 15.3 5.1 19.1 <data 

Note: 
• Cells marked with “<data” refer to days with insufficient data to report a valid result due to instrument and/or site power faults. They were identified for rectification during the February 

maintenance and servicing round. Section 6 of the ACOEM Report in Appendix 3 presents further details on data exceptions. 
• For cells with negative values, the ACOEM report states that “Due to the impact of moisture in the sampled air, short term negative readings are common, particularly when preceded by 

periods of high particulate loading or humidity. This effect is exacerbated by high filter loads. Data is not invalidated as it would bias the data resulting in higher reported daily averages.”  
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Figure 2: Daily TSP values for New Acland Coal 
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Figure 3: Daily PM10 values for New Acland Coal  
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Figure 4: Daily PM2.5 values for New Acland Coal   
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Table 13: NAC Noise Compass Data LAeq (dBA, 12:00 am to 12:00 am) for Acland, North 
and East Compasses 

Date 

Location 1 - Acland Location 2 - North  Location 3 - East 
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01/01/2026 76 38 26 33 55 35 18 27 58 29 17 23 

02/01/2026 69 41 32 36 41 34 15 27 55 31 15 22 

03/01/2026 75 39 22 33 60 40 11 25 66 30 15 22 

04/01/2026 78 42 23 33 75 35 14 26 79 35 19 26 

05/01/2026 59 40 24 33 51 40 17 28 60 35 21 27 

06/01/2026 64 41 29 35 31 35 21 29 37 28 16 23 

07/01/2026 43 40 30 34 32 33 21 27 42 31 11 22 

08/01/2026 42 41 32 35 33 35 20 27 37 30 20 24 

09/01/2026 53 42 28 34 37 35 21 27 40 32 16 22 

10/01/2026 77 40 28 35 55 34 13 26 56 31 15 22 

11/01/2026 74 41 30 35 61 37 15 26 63 34 18 24 

12/01/2026 1 34 34 34 5 31 30 30 6 32 26 29 

13/01/2026 51 42 30 36 27 35 24 30 29 34 18 24 

14/01/2026 58 41 31 36 35 35 21 26 39 34 20 26 

15/01/2026 66 41 28 35 32 36 20 28 41 33 19 27 

16/01/2026 77 39 27 34 64 34 17 28 73 33 17 24 

17/01/2026 64 39 25 31 51 38 14 24 54 34 17 23 

18/01/2026 56 40 30 35 46 35 21 27 53 34 17 23 

19/01/2026 17 35 30 33 6 32 23 27 9 34 26 29 

20/01/2026 47 41 33 36 23 34 27 30 27 36 21 29 

21/01/2026 89 39 23 33 76 34 22 28 87 40 18 26 

22/01/2026 88 40 25 33 60 35 18 29 65 35 19 28 

23/01/2026 48 42 30 36 18 37 19 25 23 35 19 29 

24/01/2026 88 41 25 33 70 35 19 28 72 36 20 26 

25/01/2026 59 38 27 33 39 34 20 26 38 35 24 29 

26/01/2026 78 35 21 29 75 35 21 29 77 35 13 26 

27/01/2026 34 42 30 38 9 36 25 31 11 30 21 26 

28/01/2026 69 42 26 35 54 34 19 28 56 33 18 25 

29/01/2026 13 35 31 33 16 35 24 29 19 34 25 31 

30/01/2026 48 40 31 35 35 36 20 27 44 32 19 25 

31/01/2026 87 41 25 34 84 37 15 27 91 34 13 25 
 



NEW HOPE GROUP  AIR, NOISE AND VIBRATION MONTHLY REPORT – NEW ACLAND STAGE 3 PROJECT 
 

22 
 

 
Figure 5: Performance Noise Measurements (LAeq, 7:00 am to 6:00 pm) for New Acland Coal during the Monitoring Period 
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Figure 6: Performance Noise Measurements (LAeq, 6:00 pm to 7:00 am) for New Acland Coal during the Monitoring Period 
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Table 14: Noise monitoring data LAmax (dBA, 12:00 am to 12:00 am) collected during the 
Monitoring Period  

Date 

Location 1 -Acland Location 2 - North Location 3 - East 
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01/01/2026 1237 72 35 48 1205 68 36 49 1273 69 32 47 

02/01/2026 1243 80 35 47 1062 72 36 50 1183 66 36 46 

03/01/2026 1254 75 34 47 1154 82 34 50 1252 68 34 47 

04/01/2026 1172 70 33 47 1188 73 34 49 1264 66 33 47 

05/01/2026 1045 73 34 48 907 80 35 49 1007 75 35 47 

06/01/2026 1102 75 36 48 975 73 40 51 1018 81 37 48 

07/01/2026 982 74 37 48 696 72 39 49 757 68 37 46 

08/01/2026 1018 78 34 48 862 72 34 50 940 72 36 46 

09/01/2026 1170 77 34 48 941 73 32 50 1025 71 35 45 

10/01/2026 1233 72 36 48 1107 80 33 49 1167 81 35 47 

11/01/2026 1238 77 36 48 1193 75 32 50 1245 76 37 48 

12/01/2026 532 69 38 50 300 67 41 49 285 64 38 49 

13/01/2026 1113 77 38 49 977 75 36 51 1030 81 37 48 

14/01/2026 1173 77 36 48 1055 78 37 50 1138 73 34 47 

15/01/2026 1242 74 36 48 1048 69 35 50 1103 78 35 47 

16/01/2026 1293 76 35 48 1220 74 32 51 1322 70 33 47 

17/01/2026 1105 80 35 47 972 79 34 49 1067 76 34 47 

18/01/2026 988 71 39 49 858 72 38 49 929 68 35 47 

19/01/2026 729 72 39 49 491 70 37 48 546 75 34 47 

20/01/2026 1054 79 38 49 894 73 34 50 966 70 33 45 

21/01/2026 1283 77 37 48 1235 71 34 49 1334 78 32 45 

22/01/2026 1278 75 37 49 1127 70 33 50 1200 68 33 46 

23/01/2026 1025 75 37 49 694 72 36 52 757 71 36 47 

24/01/2026 1280 74 36 49 1176 71 33 51 1305 70 33 47 

25/01/2026 1093 71 35 48 942 72 33 51 934 69 35 48 

26/01/2026 1165 69 33 48 1107 67 38 49 1174 67 30 46 

27/01/2026 980 77 37 50 572 81 43 56 677 72 36 48 

28/01/2026 1074 76 36 47 1158 72 34 52 1121 73 37 48 

29/01/2026 677 72 36 47 561 69 36 51 562 68 37 49 

30/01/2026 1106 76 34 47 909 68 28 49 985 70 26 44 

31/01/2026 1312 76 35 47 1261 74 34 50 1331 65 32 46 
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Figure 7: Performance Noise Measurements (LAmax, 10:00 pm to 7:00 am) for New Acland Coal
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Basis of Report 

This report has been prepared by SLR Consulting Australia (SLR) with all reasonable skill, care and 
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Acland Coal Pty Ltd (the Client). Information reported herein is based on the interpretation of data 
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be inferred by any third parties. This report may not be relied upon by other parties without written 
consent from SLR. 

SLR disclaims any responsibility to the Client and others in respect of any matters outside the agreed 
scope of the work. 
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Executive Summary 

SLR Consulting Australia Pty Ltd (SLR) was engaged by New Acland Coal Pty Ltd (NAC) to 
conduct monthly attended noise monitoring and assessment for the New Acland Coal Mine 
(NAC mine) to satisfy Conditions F5, F7 and Table F2 of the NAC Environmental Authority 
(EA) EPML00335713 dated 25 July 2024, and Section 6 of the Department of Environment, 
Tourism, Science and Innovation (DETSI) approved NAC Noise and Vibration Management 
Plan.  This report presents the noise monitoring results for January 2026 (‘the January 2026 
monitoring period’). 

In undertaking this noise survey during the month of January 2026, the following points are 
noted and provide context to the overall noise survey, analysis and assessment: 

• For the noise monitoring period between 6 and 7 January 2026, NAC operations 
occurred 24-hours a day, Monday to Sunday.  This covers the full day, evening and 
night-time periods which forms the basis for this analysis and assessment of the 
monitoring locations.  

• Coal mining operation occurred, with the coal handling and preparation plant (CHPP) 
typically operating 24-hours basis, outside of maintenance and shutdown events.  

• The NAC rail spur is yet to be constructed, therefore an assessment against rail 
noise limits is not applicable. 

For this January 2026 monitoring period, noise monitoring was undertaken at the locations 
detailed in the EA Table F2 Compliance noise monitoring locations and frequency and 
Figure F1 – Noise monitoring locations and sensitive places.   

A visual ‘traffic light’ summary of the attended noise monitoring completed in the January 
2026 monitoring period are presented in Table E1, where:  

•      an unshaded symbol indicates NAC was not operating during this period.  
Therefore an assessment against the EA noise conditions was not required, 

•       grey indicates NAC mine noise was undetectable while the mine was operational, 

•       green indicates detected NAC mine noise measurements achieved the relevant 
time period noise limit/s, 

•       orange indicates marginal exceedances of the relevant time period noise limit/s 
(marginal being an acoustically negligible exceedance of 1 or 2 dBA), and 

•       red indicates an exceedance greater than 2 dBA of the relevant time period noise 
limit/s. 

Where NAC mine attributable noise could not be detected in the attended noise monitoring 
data, it has been concluded that at times, ambient noise sources likely masked contributions 
from NAC mine preventing further detection. 

As required by Condition F7 of the EA, attended noise monitoring was completed at a 
representative Background Location during this assessment.  The attended noise monitoring 
observed a typical rural environment at the background location with ambient noise sources 
including bird song, wind noise, insect noise and distant road traffic noise being the 
predominant sources. No periods were detected to have NAC mine attributable noise 
audible and/or measurable.  

A detailed summary of results and findings for the attended noise monitoring during the 
January 2026 monitoring period is presented further within this report. 
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Table E1 Summary of January 2026 NAC Mine Attended Noise Monitoring Results 

Noise Monitoring 
Location 

Attended Results 

Day  Evening Night  

EA EPML00335713 
noise limit 

42 dBA LAeq,15min, adj. 35 dBA LAeq,15min, adj. 35 dBA LAeq,15min, adj. 

50 dBA LAmax 

NML1  Measured 37 dBA 
LAeq,15min, adj. 

 Measured 32 dBA 
LAeq,15min, adj. 

 Measured 32 dBA 
LAeq,15min, adj., no LAmax 
mine events >50 dBA 

NML4  Not detected  Measured <28 dBA 
LAeq,15min, adj. 

 Measured 30 dBA 
LAeq,15min, adj., no LAmax 
mine events >50 dBA 

NML8  Not detected  Not detected  Not detected 

NML10  Not detected  Not detected  Not detected 

NML11  Not detected  Not detected  Not detected 

NML15  Not detected  Not detected  Not detected 

NML16  Not detected  Not detected  Not detected 

NML18  Not detected  Not detected  Not detected 

NML34  Not detected  Not detected  Not detected 

NML35  Not detected  Measured <28 dBA 
LAeq,15min, adj. 

 Measured 30 dBA 
LAeq,15min, adj., no LAmax 
mine events >50 dBA 

NML38  Not detected   Measured <26 dBA 
LAeq,15min, adj. 

 Measured <28 dBA 
LAeq,15min, adj., no LAmax 
mine events >50 dBA 

Note: Day: 7:00 am to 6:00 pm / Evening: 6:00 pm to 10:00 pm / Night: 10:00 pm to 7:00 am. 

 



New Acland Coal Pty Ltd 
New Acland Coal – Stage 3 Attended Noise Survey January 2026 

28 January 2026 
SLR Project No.: 620.10963.01047 

SLR Ref No.: 620.10963.01047-R01-v1.0-
20260128 

 

 iv  
 

Table of Contents 

1.0 Introduction ................................................................................................................ 1 

2.0 EA EPML00335713 and NVMP Requirements........................................................... 2 

2.1 EA Noise Limits ............................................................................................................ 2 

2.2 NVMP Requirements .................................................................................................... 3 

3.0 Mine Operations During the January 2026 Monitoring Period ................................ 5 

4.0 Noise Monitoring Methodology ................................................................................. 8 

4.1 Monitoring Dates and Locations ................................................................................... 8 

4.2 Noise Monitoring Equipment ...................................................................................... 11 

4.3 Meteorological Conditions .......................................................................................... 11 

4.4 Attended Analysis Methodology ................................................................................. 11 

5.0 Noise Monitoring Results ........................................................................................ 13 

6.0 Conclusion ................................................................................................................ 18 

 

Tables in Text 

Table 1 Table F1: Noise Limits (includes construction activities) ...................................... 2 

Table 2 Table F2 – Compliance noise monitoring locations and frequency ....................... 3 

Table 3 Table 6-1: Compliance Monitoring Locations for the Stage 3 Mine. ..................... 4 

Table 4 NAC Mobile Mining Equipment List ...................................................................... 6 

Table 5 Noise Monitoring Location Details ........................................................................ 8 

Table 6 Attended Noise Monitoring Equipment – January 2026 ..................................... 11 

Table 7 Attended Noise Monitoring Summary – January 2026 ....................................... 14 

Figures in Text 

Figure 1 Noise Monitoring Locations and NAC ................................................................ 10 

 

Appendices 

Appendix A Acoustic Terminology 

Appendix B NAC Mine Operations Supporting Documents – January 2026 

Appendix C Attended Noise Monitoring Summary 

 



New Acland Coal Pty Ltd 
New Acland Coal – Stage 3 Attended Noise Survey January 2026 

28 January 2026 
SLR Project No.: 620.10963.01047 

SLR Ref No.: 620.10963.01047-R01-v1.0-
20260128 

 

 v  
 

Acronyms and Abbreviations 

dBA Decibels, A-weighted 

CHPP Coal handling and preparation plant 

Daytime The time period of 7:00 am to 6:00 pm 

DETSI Department of Environment, Tourism, Science and Innovation 

EA Environmental Authority 

ENC Environmental Noise Compass 

Evening The time period of 6:00 pm to 10:00 pm 

ML Mine lease 

NAC New Acland Coal 

Night-time The time period of 10:00 pm to 7:00 am 

NML Noise monitoring location 

NMM DETSI Noise Measurement Manual (2020) 

NVMP Noise and Vibration Management Plan 

OCR Oakey-Cooyar Road 

RBL Rating Background Level 

RoM Run-of-Mine 

RTN Road traffic noise 
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1.0 Introduction 

The New Acland Coal (NAC) mine is located to the northeast of Acland in Queensland and is 
operated by NAC.  The current mining activities consist of: 

• Manning Vale East Pit – Removal of overburden, drill and blast works, coal 
extraction, progressive rehabilitation 

• Willeroo Pit – Vegetation clearing, topsoil removal, removal of overburden, drill and 
blast works, coal extraction. 

Coal mining operation occurred in January 2026, with export coal being transported by road 
haul trucks along Jondaryan-Muldu Road to a coal stock yard southeast of Jondaryan 
adjacent to the Warrego Highway. Export coal is loaded onto trains, at the Jondaryan Rail 
Loadout Facility (JRLF), to transport to Port of Brisbane. Movement of export coal remains 
via road haul trucks along Jondaryan-Muldu Road, and the NAC rail spur is yet to be 
constructed. Therefore, no noise associated with rail corridors has been assessed in this 
report. 

The NAC mine is operated under Environmental Authority (EA) EPML00335713 dated 
25 July 2024.  The noise levels in Schedule F – Table F1 of the EA apply at noise sensitive 
receptors and vary depending on the daytime, evening and night-time periods.   

This report details environmental noise levels measured during the month of January 2026 
to satisfy Conditions F5, F7 and Table F2 of the EA EPML00335713, and Section 6 of the 
DETSI approved NAC Noise and Vibration Management Plan (reference ‘20221125_NAC03 
– Noise and Vibration Management Plan-Ver-01’, dated 27 April 2023, referred to herein as 
the NVMP).  Where measured noise levels have been determined to be attributable to NAC 
mining activities, those noise levels have been assessed against the noise levels prescribed 
in the EA.  

Specifically, this report documents the required monthly attended noise monitoring.  The 
requirement to conduct seven (7) days of unattended monitoring for the first twelve (12) 
months, as stated in the EA and NVMP, was completed in April 2024. 

In undertaking this noise survey during the month of January 2026, the following points are 
noted and provide context to the overall noise survey, analysis and assessment: 

• During the month of January 2026, NAC operations occurred 24-hours a day, 
Monday to Sunday. This covers the full day, evening and night-time periods which 
forms the basis for this analysis and assessment of the monitoring locations.  

• Coal mining operation occurred, with the coal handling and preparation plant (CHPP) 
typically operating 24-hours basis, outside of maintenance and shutdown events.  

• The NAC rail spur is yet to be constructed, therefore an assessment against rail 
noise limits is not applicable. 

The term ‘noise’ is commonly understood as unwanted sound but commonly used when 
discussing all sound within our environment.  In this report, the term ‘noise’ refers to all 
sound pressure levels irrespective of whether it would be defined as ‘unwanted’.  The report 
uses specialist acoustic terminology, and an explanation of common terms is provided in 
Appendix A.   
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2.0 EA EPML00335713 and NVMP Requirements 

2.1 EA Noise Limits 

Schedule F of NAC EA EPML00335713 contains noise1 conditions relevant to mining 
operations occurring within the mining leases referenced under the EA.  The EA noise 
conditions relevant to this monitoring and assessment are reproduced below (either in full, or 
in-part as noted). 

F1: The environmental authority holder must ensure that noise generated by the mining 
activities does not cause the criteria in Table F1 – Noise Limits (includes 
construction activities) [Table 1] to be exceeded at a noise sensitive place. 

The measurement of noise for a noise sensitive place is either: 

a) At that place (if measured there); or 

b) At the monitoring location to which the noise sensitive place is correlated (where 
there is not measure at the noise sensitive place). 

Table 1 Table F1: Noise Limits (includes construction activities) 

Noise level dBA 
measured as 

All days 

7:00 am – 6:00 pm 6:00 pm - 10:00 pm 10:00 pm – 7:00 am 

Noise measured at a ‘Noise sensitive place’ 

LAeq, adj, 15min 1 42 35 35 

LAmax - - 50 

LAmax rail spur 2 - - 56 

LAeq(24hour) rail spur 2 - - 50 

NOTE: 

1 All noise other than that which is distinguishable as train noise 

2 Only for noise distinguishable as train noise 

F5: A Noise Monitoring Program must be developed by a suitably qualified and 
experienced person in relation to noise and implemented for all stages of mining to 
monitor compliance with Table F1 – Noise limits (includes construction noise) 
[Table 1] at the frequency and locations in Table F2 – Compliance noise monitoring 
locations and frequency and shown in Figure F1 – Noise monitoring locations and 
sensitive places [Figure 1]. 

 The Noise Monitoring Program must include a figure which identifies noise 
monitoring locations and sensitive places. [Figure 1]  

[The remaining part of Condition F5 is not directly applicable to this monitoring and 
assessment] 

F7: Compliance noise monitoring and recording required by conditions F5, F6, F7, F8 
and F9 must be conducted in accordance with the administering authority’s Noise 
Measurement Manual and include the following: 

 

1 Schedule F also contains conditions related to blasting, however these are not applicable to this monitoring and 
assessment. 
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a) LA01, adj, 15 min - day, evening & night; LA10, adj, 15 min - day, evening & night; LAeq, 

adj, 15min - day, evening & night and LA90, adj, 15 min - day, evening & night; 

b) background noise LA90; 

c) the level and frequency of occurrence of impulsive or tonal noise and any 
adjustment and penalties to statistical levels; 

d) atmospheric conditions including temperature, relative humidity and wind speed 
and directions; 

e) effects due to any extraneous factors such as traffic noise and natural sources 
(e.g. insects, birds and wind); 

f) location, date and time of monitoring; 

g) if a complaint concerns low frequency noise and where permitted by the owner or 
occupier of the noise sensitive place: LLINeq 10 min (internal), LAeq 10 min (internal) and 
one third octave band measurements in LLINeq 10 min (internal) for centre frequencies 
in the 10 – 200 Hz range; 

h) maximum (LAmax) noise levels – night (for a minimum of 30 min); and 

i) 1/3 octave band spectrums 

Table 2 Table F2 – Compliance noise monitoring locations and frequency 

Monitoring Locations Frequency 

1 (Acland) Monthly 

34 (rail spur), 35 and 38 (or alternative noise sensitive places identified in the 
Noise Monitoring Program developed pursuant to condition F5, F6, F7, F8 and F9) 

Monthly 

4, 8 and 10 (or alternative noise sensitive places identified in the Noise Monitoring 
Program developed pursuant to condition F5, F6, F7, F8 and F9) 

Monthly 

11, 15, 16 (if occupied) and 19 (or alternative noise sensitive places identified in 
the Noise Monitoring Program developed pursuant to condition F5, F6, F7, F8 and 
F9) 

Monthly 

Seven (7) days unattended monitoring at the above noise sensitive places or 
alternate locations identified in the Noise Monitoring Program developed pursuant 
to condition F5. 

Monthly for the 
first 12 months 

Note: Monitoring locations are presented on Figure 1. 

Note: The required seven (7) days of unattended monitoring was completed in April 2024. 

2.2 NVMP Requirements 

Section 3.2 ‘Detailed Description of the Noise Management System’ from the NVMP states 
the following relevant details to this assessment and reporting: 

Monthly Compliance Noise Monitoring – In accordance with EA Conditions F5, F7 
and F13, NAC will undertake monthly compliance noise measurements at the 
nominated residential locations contained in Table F2 of the EA.   

This monthly compliance monitoring is additional to the continuous performance 
monitoring and is to be undertaken as a series of short-term, operator attended noise 
measurements by an appropriately qualified acoustic consultant. 

Section 6 provides a detailed description of the monthly noise compliance monitoring 
methodology for the Stage 3 Mine. 
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Section 7 contains the protocol that NAC will employ throughout the life of the Stage 3 
Mine’s operations to determine exceedances of the EA noise limits. 

Section 6 ‘Monthly Compliance Noise Monitoring, Assessment and Reporting’ of the NVMP 
states the following relevant details to this assessment and reporting: 

6.1. Compliance Monitoring Locations and Frequency 

In accordance with EA Condition F12 and Table F2 – Compliance Noise Monitoring 
Locations and Frequency, the monthly compliance noise monitoring will be undertaken 
at the locations stated in Table 6-1 [Table 3]. 

Table 3 Table 6-1: Compliance Monitoring Locations for the Stage 3 Mine. 

Monitoring Locations Frequency 

1 (Acland) Monthly 

34 (rail spur), 35 and 38 (or alternative noise sensitive places identified in the 
Noise Monitoring Program developed pursuant to EA Condition F5) 

Monthly 

4, 8 and 10 (or alternative noise sensitive places identified in the Noise Monitoring 
Program developed pursuant to EA Condition F5) 

Monthly 

11, 15 and 19 (or alternative noise sensitive places identified in the Noise 
Monitoring Program developed pursuant to EA Condition F5) 

Monthly 

Seven (7) days unattended monitoring at the above noise sensitive places or 
alternate locations identified in the Noise Monitoring Program developed pursuant 
to condition F5. 

Monthly for the 
first 12 months 

The relevance of the noise monitoring locations outlined in Table 6-1 [Table 3] will be 
reviewed on an annual basis.  If any changes to the noise monitoring locations are 
required, a brief report/memorandum will be produced and submitted to DES for their 
review and approval prior to any changes to the Noise Monitoring Program being 
implemented. 

6.2. Compliance Monitoring Equipment and Methodology 

The compliance noise monitoring methodology and reporting will be undertaken as 
follows (subject to the review comments/feedback from the independent acoustic 
consultant appointed to review the compliance noise monitoring for the first 12 months 
of the Stage 3 Mine). 

• Noise measurements will be undertaken by an appropriately qualified acoustic 
consultant. 

• On a monthly basis, a minimum of three (3) 15-minute operator-attended noise 
measurements will be undertaken in a random order across all ten (10) locations 
stated in Table 6-1 [Table 3]. 

• All attended measurements will ideally be undertaken within 50m of the residence 
(but not closer than 3.5m). However, if (a) access is not obtainable to enter the 
property or (b) domestic noise sources (e.g. air-conditioning, barking dogs, etc.) 
prevent measurements being undertaken close to each residence, then 
measurements must be undertaken as close as practically possible to the residence 
to allow a judgement/calculation to be made as to what the corresponding noise 
levels would have been at the residence. 

• Ideally one (1) measurement will be taken during each of the day (7am to 6pm), 
evening (6pm to 10pm) and night (10pm to 7am) periods. However, if mining 
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operations are unmeasurable during the day period (due to non-adverse weather 
and/or the presence of other ambient extraneous noise sources), then the three (3) 
measurements must be undertaken during the evening and/or night periods. 

• All measurements will be undertaken using a NATA-calibrated Type-1 sound level 
meter (compliant with AS IEC 61672.1-2019 “Electroacoustics - Sound Level 
Meters”). 

• All measurements and subsequent analysis will be undertaken in strict accordance 
with EA EPML00335713 (most notably condition F7) and DES’s Noise Measurement 
Manual (DEHP 2013). 

• Within 14 days of completion of the compliance noise monitoring, a Compliance 
Noise Monitoring Report will be prepared.  

• In addition to the above, for the first 12 months, seven days of unattended noise 
monitoring will also be undertaken at the noise monitoring locations outlined in Table 
6-1 [Table 3].  At the completion of the unattended noise monitoring, the data will be 
downloaded, analysed and reported in the Compliance Noise Monitoring Report (in 
conjunction with the roving short-term attended measurements). 

Section 7 ‘Protocol for Determining Exceedances of the EA Noise Conditions’ of the NVMP 
states the following relevant details to this assessment and reporting: 

Exceedances of the EA noise conditions can only be determined from the monthly 
compliance noise monitoring or any additional compliance noise monitoring requested 
by DES.  However, the note in Condition F8states “The performance monitoring 
required under this condition is to be used for performance management and can be 
used by the administering authority to assess compliance with Table F1 – Noise limits 
(includes construction activities)”. 

All exceedances of the EA noise conditions determined from either form of compliance 
noise monitoring (monthly or DES requested) will be documented in either the monthly 
Compliance Noise Monitoring Report, which will then be published publicly, or in a 
stand-alone report provided to DES in response to a specific request to undertake 
compliance noise monitoring. 

All noise monitoring equipment and methodology used to determine whether any 
exceedances have occurred during compliance noise monitoring will be undertaken in 
accordance with EA Condition F7, Section 6.2 and DES’s Noise Measurement Manual 
(DEHP 2013) and Australian Standard (AS) 1055. 

In accordance with EA Condition F2, if noise monitoring indicates the potential for an 
exceedance of the EA noise conditions, NAC will immediately implement noise 
abatement measures upon receiving those results to avoid exceeding the EA noise 
conditions. 

3.0 Mine Operations During the January 2026 
Monitoring Period 

NAC has provided the following explanation of mine operations during this noise monitoring 
assessment period.  This explanation is supported with additional information contained 
within Appendix B of this report. 

The primary noise generating departments at NAC mine are: 

• Removal of overburden, 
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• Drill and blast works, 

• Coal mining, including operations of the CHPP,  

• Progressive rehabilitation, and 

• Heavy vehicle workshop. 

NAC operate mobile mining equipment as listed in Table 4 at any one time.  The mobile 
plant were the most significant noise generators at NAC for this reporting period. 

Production workers generally operate a combination of the mobile plant to achieve its 
schedule across a combination of active pits.  Burden material from these active pits is 
transferred to relatively local dumping points. 

Production workers are scheduled to operate a combination of the mobile plant listed in 
Table 4 across the following roster: 

• Monday to Sunday – NAC operations occurred over a 24-hour period, where noise 
permits (ie actively monitoring their performance noise monitoring system), and 
deemed safe.  The heavy vehicle workshop operates from 6:30 am to 6:30 pm, with 
tool box talks and general preparation occurring between 6:30 am and 7:00 am. 

Available operational logs (see Appendix B) with recorded actions relating to equipment 
start and stop times during the January 2026 monitoring period were reviewed to inform the 
attended monitoring analysis.  

Table 4 NAC Mobile Mining Equipment List 

Unit Number Machine Type Unit Number Machine Type 

 Excavators  Dozer 

EX107 Hitachi EX1800 DZ609 Caterpillar D10T 

EX109 1 Hitachi EX470 DZ610M Caterpillar D11R 

EX110 1 Hitachi EX3600 DZ611 Caterpillar D11R 

 Wheel Loaders DZ612 Caterpillar D11T 

WL208 Caterpillar 992G DZ613 Caterpillar D11T 

WL211 Caterpillar 992G DZ618 Caterpillar D10T 

WL214 1 Le Tourneau L1150 DZ622 Caterpillar D11R 

WL216 1 Le Tourneau L1350 DZ625 1 Caterpillar D11T 

 Haul Trucks DZ626 1 Caterpillar D11T 

RD310 Caterpillar 785 Volumax  Wheel Dozer 

RD311 Caterpillar 785 Rock Body WD802 Caterpillar 854G 

RD312 Caterpillar 785 Volumax WD803 1 Caterpillar 854G 

RD314 2 Caterpillar 785 Coal Tray  Grader 

RD316 2 Caterpillar 785 Coal Tray GR703 Caterpillar 16G 

RD317 2 Caterpillar 785 Volumax GR704 Caterpillar 24H 

RD318 1 Caterpillar 785 Coal Tray GR706 Caterpillar 24H 

RD319 1 Caterpillar 785 Volumax Coal  Water Truck 

RD320 1 Caterpillar 785 Volumax Coal WT004 Caterpillar 773B 



New Acland Coal Pty Ltd 
New Acland Coal – Stage 3 Attended Noise Survey January 2026 

28 January 2026 
SLR Project No.: 620.10963.01047 

SLR Ref No.: 620.10963.01047-R01-v1.0-
20260128 

 

 7  
 

Unit Number Machine Type Unit Number Machine Type 

RD406 1 Caterpillar 789C WT006 1 Caterpillar 785C Watertruck 

RD407 1 Caterpillar 789C WT008 1 Caterpillar 789C Watertruck 

RD408 1 Caterpillar 789C  Drill 

RD409 1 Caterpillar 789C DR991 Atlas Copco DML 

RD410 1 Caterpillar 789C  Service Trucks 

RD411 1 Caterpillar 789D ST004 Ford Louisville Service Truck 

RD412 1 Caterpillar 789D ST006 Mack Service Truck 

RD413 1 Caterpillar 789D ST007 Mack Service Truck Granite 

RD414 1 Caterpillar 789D ST012 Caterpillar 773F ST 

RD415 1 Caterpillar 789D   

RD501 1 Caterpillar 793F   

RD502 1 Caterpillar 793F   

RD503 1 Caterpillar 793F   

RD504 1 Caterpillar 793F   

RD505 1 Caterpillar 793F   

Note: This is mobile mining equipment only and does not include ancillary equipment such as. lighting plants, pumps etc. 

Note 1: Fully noise attenuated mobile mining equipment. 

Note 2: Partially noise attenuated mobile mining equipment. 

The heavy vehicle workshop is scheduled to operate between 6:30 am and 6:30 pm, and 
includes one (1) service truck operator, and five (5) fitters spread between the field and 
workshop as needed.  Additional and other tradespersons are contracted as required.  
Servicing consists of a variety of noise generating activities, some more significant than 
others.  

NAC started mining coal October 2023, with capacity and output steadily increasing from this 
date.  The CHPP typically operates 24 hours basis, outside of maintenance and shutdown 
events.  Mobile plant that supports the CHPP include: 

• Wheel loader and haul truck for ROM bin loading and rejects removal.  Alternatively, 
only ROM coal haul trucks operating if they are directly feeding coal to the ROM bin. 

• Qube trucks hauling export coal to JRLF, wheel loader to fill Qube trucks when 
required. SLR notes that where Qube trucks operate within NAC’s mining lease, 
whether that be on a mine haul route or public road, noise generated from their 
operation is subject to the relevant time period noise level limits prescribed in 
Schedule F - Table F1 of NAC’s EA, and is assessed accordingly. 

• Ancillary equipment used around the CHPP – Bobcat, small loader. 

The NAC rail spur is yet to be constructed, therefore an assessment against rail noise is not 
applicable to this monitoring period. 

The exception to the above is NAC’s operational constraints; agreed shift times, human 
resources (absenteeism/overtime), weather, unscheduled maintenance, unscheduled delays 
for performance management relating to noise at sensitive receptor locations, and 
emergencies.  Attached as Appendix B are details of unscheduled activities and other 
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‘noise events’ during this noise monitoring assessment period that are considered typical of 
normal mining operations. 

4.0 Noise Monitoring Methodology 

This assessment has been conducted through short-term operator attended noise 
measurements. The monitoring and analysis methodology detailed in the following 
subsections have been conducted in a manner to be in general accordance with DETSI’s 
Noise Measurement Manual (NMM) and address the requirements of EA Condition F7. 

4.1 Monitoring Dates and Locations 

In accordance with the NVMP requirements, a total of three (3) 15-minute attended noise 
measurements were conducted at each monitoring location targeted at each of the day, 
evening and night-time periods (ie 1x 15-minute attended measurement conducted in each 
of these periods). Measurements were conducted on 6 and 7 January 2026 and occurred 
during the NAC operating period. 

The noise monitoring locations are detailed in Table 5 and shown in Figure 1. Each location 
was selected to minimise influences from extraneous noise sources (e.g. optimum 
placement of the monitors away from air-conditioners, dogs, rustling trees etc.) but 
remaining near enough to be representative of the sensitive receptor in general accordance 
with the requirements of the NVMP. 

Table 5 Noise Monitoring Location Details 

Location Coordinates 
(GDA 94, Zone 

56 

Description 

NML1 370,385 m E 

6,979,192 m S 

Located at historical noise monitoring location representing this 
sensitive receptor, which is approx. 25 m northeast of the 
residence at Allen Street, Acland. 

Location approx. 360 m southwest of NAC’s Stage 2 West Pit. 

Location approx. 1500m east of nearest product coal haul route on 
the mine lease section of Jondaryan Muldu Road. 

NML4 369,336 m E 

6,984,857 m S 

Located on opposite side of Balgowan Road to the NML4 
residence to the southwest.  

Location approx. 2.7 km northwest of NAC admin building. 

NML8 373,054m E 

6,983,941m S 

Located in front yard, 60 m south east of the residence façade 
along the median of the two roads. 

Location approx. 2.0 km northwest of NAC admin building. 

NML10 374,053m E 

6,983,667 m S 

Noise monitor located at representative location 350 m south of 
sensitive receptor.  

Approximately 2.8 km northeast from NAC admin building 

NML11 375,087 m E 

6,982,587 m S 

Noise monitor located approximately 40 m southwest of sensitive 
receptor at representative location. 

Location approx. 3.8 km east of NAC admin building. 

NML15 377,027 m E 

6,978,813 m S 

Noise monitor located at representative location 70 m southwest of 
sensitive receptor.  

Approximately 3.1 km east from NAC 
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Location Coordinates 
(GDA 94, Zone 

56 

Description 

NML16 376,661 m E 

6,977,960 m S 

Noise monitor located at representative location 70 m northwest of 
sensitive receptor.  

Approximately 3 km southeast from NAC 

NML18 375,273  m E 

6,974,943 m S 

Noise monitor located at representative location 70 m southwest of 
sensitive receptor.  

Approximately 4.6 km southeast from NAC 

NML34 365,094 m E 

6,975,160 m S 

Noise monitor located at representative location 35 m northeast of 
sensitive receptor.  

Approximately 7 km southwest from NAC 

NML35  365,810 m E 

6,978,975 m S 

Noise monitor located at representative location 12 m east of 
sensitive receptor.  

Approximately 4.9 km southwest from NAC 

Location approx. 2.6km west of nearest product coal haul route on 
the mine lease section of Jondaryan Muldu Road. 

NML38 365,541 m E 

6,981,288 m S 

Noise monitor located at representative location approximately 50 
m to the southeast of the sensitive receptor. 

Location approx. 4.9 km west of NAC. 

Location approx. 3.1km west of nearest product coal haul route on 
the mine lease section of Jondaryan Muldu Road. 

Background 371,017 m E 

6,973,486 m S 

Located in field, approximately 5.2 km south of NAC and 2.9 km 
west of Oakey Cooyar Road. 
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4.2 Noise Monitoring Equipment 

Table 6 details the noise monitoring equipment used for attended noise monitoring. To 
ensure suitable analysis could be completed on the attended noise monitoring data, audio 
data, one-third octave frequency data, and fast and impulsive LAmax data were captured by 
the sound level meters during each measurement.  

All attended noise measurements were conducted for a 15-minute interval (in accordance 
with Condition F7 of EA EPML00335713).  Attended noise measurements at the Background 
Location were also undertaken as a 15-minute interval (representing a standard background 
monitoring location/program).  The primary measurement profile for each sound level meter 
was set to log A-weighted and fast response continuous noise levels. 

All acoustic instrumentation employed throughout the noise monitoring survey was designed 
to comply with the requirements of AS IEC 61672.1-2019 “Electroacoustics - Sound Level 
Meters” and carried current manufacturer calibration certificates.  Instrument calibration was 
checked in the field before and after each measurement survey, with the variation in 
calibrated levels not exceeding the acceptable variation of ±1.0 dBA. 

Table 6 Attended Noise Monitoring Equipment – January 2026 

Noise Monitoring Equipment Serial Numbers 

Brüel & Kjær 2250 Sound Level Meter 
3004710 

3004638 

Svan SV30A 24573 

Svan SV36 125889 

4.3 Meteorological Conditions 

Weather data during the January 2026 monitoring period was obtained from a permanent 
weather station located adjacent to the Acland performance noise monitoring station (see 
Figure 1) and was considered representative of the study area (i.e. all monitoring locations 
are within 7.5 km of this permanent weather station without any major intervening terrain with 
the potential to impact the local weather). Subjective weather observations were also made 
during all attended measurements. 

Attended noise measurements were not conducted during periods where wind speeds were 
in excess of 5.0 m/s (18 km/h), or where rainfall was detected.    

Weather conditions in the January 2026 monitoring period were characterised by skies with 
minimal cloud cover, light to moderate easterly breezes and no rainfall. All attended noise 
measurements were conducted where the recorded weather conditions were compliant with 
DETSI’s NMM. 

4.4 Attended Analysis Methodology 

The attended analysis methodology utilised for this January 2026 monitoring period is 
outlined below. It is noted that this methodology may be reviewed and revised for future 
monitoring rounds (including when mine operations move to more intensive 24-hour 
operations and rail activities commence), however it is not proposed to reanalyse historical 
data if and when such conditions change. 

For those attended measurements where NAC mine attributable noise was audible and/or 
measurable, analysis of the attended noise measurements was completed through 
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re-reviewing the LAeq,15 min data file to remove periods of noted extraneous noise (ie traffic 
passbys, wind/tree noise, bird song etc).  This was completed via the following steps 

• Extract the 1-second LAeq overall noise levels and one-third octave band data. 

• Identify periods of extraneous noise and remove the corresponding 1-second data 
periods (this identification process was undertaken through reviewing the 
measurement notes and listening back to the captured audio data to confirm 
start/stop times of sources). 

• Recalculate the LAeq based on the remaining 1-second data and confirm NAC 
attributable noise level.   

• All one-third octave bands have been considered in the recalculated LAeq. 

• Where bird song was observed throughout the 15-minute measurement period, and 
could not be excluded through the 1-second data (ie because bird song was 
continuous through the 15-minute period), this source was excluded via manually 
adjusting the recalculated LAeq one-third octave band spectra in the bands dominated 
by bird song to levels more representative of the observed mining contribution). 

• For periods where mine noise was only observed for a brief period within the overall 
15-minute measurement period, only this period was further analysed and an NAC 
attributable noise level derived from that data period.  

With the removal of those extraneous sources, the LAeq,15 min was calculated to a level 
attributable to NAC mine noise.   

During this review, where practicable, the resulting LAFmax,15 min and corresponding LAImax,15 

min attributable to NAC mine noise were compared to determine whether any impulsive 
corrections were warranted in accordance with the NMM.  Similarly, if tonal characteristics 
were measured/audible, the LAeq,15 min noise level calculated to a level attributable to NAC 
noise was reviewed and adjusted via the following method outlined in the NMM: 

1 Confirm the Leq,15 min A-weighted one-third octave band noise level exceeds the 
neighbouring bands by 5 dB  

2 Add 5 dB to the tonal one-third octave band noise level 

3 Logarithmically sum all A-weighted one-third octave bands, including the adjusted 
band  

4 The arithmetic difference between the logarithmically summed noise level determined 
in point 3 and the original overall A-weighted noise level becomes the tonal 
correction. 

If NAC attributable noise was determined to be inaudible and/or unmeasurable during the 
attended measurement, the above re-review was not performed and a NAC mine attributable 
noise level was not presented. Similarly, in instances where short durations (ie less than 
30 seconds) of NAC mine attributable noise was discernible yet significantly below ambient 
noise levels, such that accurate quantification was not possible, an estimated upper limit for 
the noise contribution has been presented and a full re-review was not performed.  

For attended measurements undertaken during the night-time period and where NAC mine 
noise was detected, the attended noise data was analysed and noise attributable to NAC 
operations was assessed against the LAmax 50 dBA night-time noise limit. 
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5.0 Noise Monitoring Results 

As noted in Section 4.1, three (3) 15-minute attended noise measurements were conducted 
at each monitoring location between 6 and 7 January 2026 and occurred during the NAC 
mine operating period. 

The results of the attended noise measurements, including the derived noise level 
attributable to NAC mine operations where NAC mine was detectable (audible and/or 
measurable), are detailed in Appendix C.  A summary of the findings are presented in 
Table 7. Where tonal and/or impulsive noise characteristics were identifiable from NAC mine 
attributable operations, these have been identified accordingly in Table 7, including any 
warranted adjustments.  

A visual ‘traffic light’ summary of the attended noise monitoring results completed in the 
January 2026 monitoring period are presented in Table 7, where:  

•      an unshaded symbol indicates NAC was not operating during this period.  
Therefore an assessment against the EA noise conditions was not required, 

•       grey indicates NAC mine noise was undetectable while the mine was operational, 

•       green indicates detected NAC mine noise measurements achieved the relevant 
time period noise limit/s, 

•       orange indicates marginal exceedances of the relevant time period noise limit/s 
(marginal being an acoustically negligible exceedance of 1 or 2 dBA), and 

•       red indicates an exceedance greater than 2 dBA of the relevant time period noise 
limit/s. 

NAC mine attributable noise was audible/measurable during nine (9) of the 36 (15-minute 
period) attended measurements, and inaudible/unmeasurable (ie undetectable) during the 
remaining attended measurements. For those nine (9) individual 15-minute attended noise 
measurements completed for this monitoring period where NAC was audible and 
measurable, all 15-minute attended noise measurements observed NAC mine attributable 
noise levels equal to or below the relevant LAeq,15min adj noise limit for the period in which the 
measurement took place, prescribed in Schedule F - Table F1 of NAC’s EA. 

Background Location: The attended noise monitoring observed a typical rural environment 
with ambient noise sources including bird song, wind noise, insect noise and distant road 
traffic noise being the predominant sources. NAC mine noise was inaudible at this location 
during the January monitoring period. 
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Table 7 Attended Noise Monitoring Summary – January 2026 

Sensitive 
Receptor 
Location  

Start Date 
& Time  

Time 
Period 

Applicable 
EA Noise 
Limit 

Overall 
Measured 
Noise 
Level 

NAC Attributable Noise 
Level 

EA Noise Limit 
Achieved 

Description of NAC Attributable 
Noise  

(where detectable) LAeq, 

adj 
15min 

LAmax LAeq, 

15min 
LAeq, adj 15min1 LAmax LAeq, 

adj 
15min 

LAmax 

NML1 6/01/2026 
14:15  

Day 42 N/A 45 37 N/A Yes N/A NAC engine noise from haul trucks 
audible throughout the measurement. No 
tonal or impulsive characteristics noted. 

6/01/2026 
18:00 

Evening 35 N/A 48 32 N/A Yes N/A NAC engine noise audible during periods 
of low ambient noise. No tonal or 
impulsive characteristics noted. 

7/01/2026 
05:15 

Night 35 50 47 31 <40 Yes Yes  NAC engine noise and occasional dozer 
faint track slap audible. No tonal or 
impulsive characteristics noted. 

NML4 6/01/2026 
13:45 

Day 42 N/A 39 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
18:30 

Evening 35 N/A 41 <28 N/A Yes N/A Constant low-level broadband engine 
noise from NAC haul trucks audible 
throughout measurement in frequency 
bands below 630 Hz.  

7/01/2026 
05:45 

Night 35 50 44 30 <40 Yes Yes  Low level engine noise from NAC haul 
trucks and dozers audible throughout 
measurement, although significantly 
below the ambient noise levels. 

NML8 6/01/2026 
15:15 

Day 42 N/A 65 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
19:45 

Evening 35 N/A 60 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
23:00 

Night 35 50 63 Inaudible <50 - -  NAC mine noise inaudible.   
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Sensitive 
Receptor 
Location  

Start Date 
& Time  

Time 
Period 

Applicable 
EA Noise 
Limit 

Overall 
Measured 
Noise 
Level 

NAC Attributable Noise 
Level 

EA Noise Limit 
Achieved 

Description of NAC Attributable 
Noise  

(where detectable) LAeq, 

adj 
15min 

LAmax LAeq, 

15min 
LAeq, adj 15min1 LAmax LAeq, 

adj 
15min 

LAmax 

NML10 6/01/2026 
15:45 

Day 42 N/A 44 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
19:15 

Evening 35 N/A 53 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
22:00 

Night 35 50 47 Inaudible <50 - -  NAC mine noise inaudible.   

NML11 6/01/2026 
16:15 

Day 42 N/A 45 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
18:45 

Evening 35 N/A 41 Inaudible N/A - N/A NAC mine noise inaudible.   

7/01/2026 
01:00 

Night 35 50 47 Inaudible <50 - -  NAC mine noise inaudible.   

NML15 6/01/2026 
17:15 

Day 42 N/A 39 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
20:45 

Evening 35 N/A 43 Inaudible N/A - N/A NAC mine noise inaudible.   

7/01/2026 
00:30 

Night 35 50 29 Inaudible <50 - -  NAC mine noise inaudible.   

NML16 

 

6/01/2026 
16:45 

Day 42 N/A 44 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
20:15 

Evening 35 N/A 39 Inaudible N/A - N/A NAC mine noise inaudible.   
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Sensitive 
Receptor 
Location  

Start Date 
& Time  

Time 
Period 

Applicable 
EA Noise 
Limit 

Overall 
Measured 
Noise 
Level 

NAC Attributable Noise 
Level 

EA Noise Limit 
Achieved 

Description of NAC Attributable 
Noise  

(where detectable) LAeq, 

adj 
15min 

LAmax LAeq, 

15min 
LAeq, adj 15min1 LAmax LAeq, 

adj 
15min 

LAmax 

7/01/2026 
00:00 

Night 35 50 31 Inaudible <50 - -  NAC mine noise inaudible.   

NML18 6/01/2026 
17:45 

Day 42 N/A 48 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2026 
21:15 

Evening 35 N/A 52 Inaudible N/A - N/A NAC mine noise inaudible.   

6/01/2025 
23:30 

Night 35 50 52 Inaudible <50 - -  NAC mine noise inaudible.   

NML34 7/01/2026 
07:00 

Day 42 N/A 46 Inaudible N/A - N/A NAC mine noise inaudible. 

6/01/2026 
21:00 

Evening 35 N/A 52 Inaudible N/A - N/A NAC mine noise inaudible. 

6/01/2026 
22:00 

Night 35 50 49 Inaudible Inaudible - - NAC mine noise inaudible. 

NML35 6/01/2026 
12:45 

Day 42 N/A 39 Inaudible Inaudible - - NAC mine noise inaudible. 

6/01/2026 
19:30 

Evening 35 N/A 47 <28 N/A Yes N/A NAC attributable noise from Qube trucks 
on Jondaryan Muldu Road audible during 
periods of low ambient noise. 

7/01/2026 
04:15 

Night 35 50 45 30 <50 Yes Yes  NAC attributable noise from Qube trucks 
on Jondaryan Muldu Road audible 
throughout measurement. 

NML38 6/01/2026 
13:15 

Day 42 N/A 44 Inaudible N/A - N/A NAC mine noise inaudible. 
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Sensitive 
Receptor 
Location  

Start Date 
& Time  

Time 
Period 

Applicable 
EA Noise 
Limit 

Overall 
Measured 
Noise 
Level 

NAC Attributable Noise 
Level 

EA Noise Limit 
Achieved 

Description of NAC Attributable 
Noise  

(where detectable) LAeq, 

adj 
15min 

LAmax LAeq, 

15min 
LAeq, adj 15min1 LAmax LAeq, 

adj 
15min 

LAmax 

6/01/2026 
19:00 

Evening 35 N/A 41 <26 N/A Yes N/A NAC attributable noise from Qube trucks 
on Jondaryan Muldu Road just audible 
during periods of low ambient noise. 

7/01/2026 
04:45 

Night 35 50 44 <28 <50 Yes Yes  NAC attributable noise from Qube trucks 
on Jondaryan Muldu Road audible 
throughout measurement. 

Note 1: This represents the corrected LAeq attributable to NAC noise including any tonal and/or impulsive corrections as noted. 
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6.0 Conclusion 

This January 2026 monitoring period has confirmed through the representative attended 
noise monitoring at the eleven (11) monitoring locations that for all monitoring locations, no 
15-minute period contained NAC mine attributable noise levels that exceeded the relevant 
noise level limits prescribed in Schedule F - Table F1: Noise Limits (includes construction 
activities) of NAC’s EA. 

This January 2026 assessment is now complete and subject to no further noise monitoring. 
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Sound Level (or Noise Level) 

The terms sound and noise are almost interchangeable, except that in common usage noise 
is often used to refer to unwanted sound. 

Sound (or noise) consists of minute fluctuations in atmospheric pressure capable of evoking 
the sense of hearing. The human ear (and those of other species) responds to changes in 
sound pressure over a very wide range. The loudest sound pressure to which the human ear 
responds is ten million times greater than the softest. The decibel (dB or dBL) scale reduces 
this ratio to a more manageable size by the use of logarithms. 

The symbols SPL, L or LP are commonly used to represent Sound Pressure Level.  The 
symbol LA represents A-weighted Sound Pressure Level.  The standard reference unit for 
Sound Pressure Levels expressed in decibels is 2 x 10-5 Pa. 

A-weighted Sound Pressure Level 

The overall level of a sound is usually expressed in terms of dBA, which is measured using a 
sound level meter with an ‘A-weighting’ filter. This is an electronic filter having a frequency 
response corresponding approximately to human hearing.  

People’s hearing is most sensitive to sounds at mid frequencies (500 Hz to 4,000 Hz), and 
less sensitive at lower and higher frequencies.  Thus, the level of a sound in dBA is a good 
measure of the loudness of that sound.  Different sources having the same dBA level 
generally sound about equally loud. 

Sound Power Level 

The sound power of a source is the rate at which it emits acoustic energy. As with sound 
pressure, sound power levels (SWL) are expressed in dB units, but are identified by the 
symbols SWL.  

The relationship between sound power and sound pressure may be likened to an electric 
radiator, which is characterised by a power rating but has an effect on the surrounding 
environment that can be measured in terms of a different parameter, temperature. 

Change in Sound Pressure Levels 

For human perception, a change of 1 dBA or 2 dBA in the level of a sound is considered to 
be indiscernible, while a 3 dBA to 5 dBA change corresponds to a small but noticeable 
change in loudness. A 10 dBA change corresponds to an approximate doubling or halving in 
loudness.  

Typical Sound Pressure Levels 

The table below lists examples of typical sound pressure levels. 

Table A1 Examples of Typical Sound Pressure Levels 

Sound Pressure 
Level (dBA) 

Typical Example Subjective (Human) 
Evaluation 

130 Threshold of pain Intolerable 

120 Metal hammering Extremely noisy 

110 Grinding on steel 

100 Loud car horn at 3 metres (m) Very noisy 

90 Dog bark at 1 m 

80 Cicadas at 1 m  Loud 
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Statistical Noise Levels 

Sounds that vary in level over time, such as road traffic noise and most community noise, 
are commonly described in terms of the statistical exceedance levels (LAN), where LAN is 
the A-weighted sound pressure level exceeded for N% of a given measurement period. For 
example, the LA1 is the noise level exceeded for 1% of the time and LA10 the noise exceeded 
for 10% of the time. 

Figure A1 presents a hypothetical 15 minute noise measurement, illustrating various 
common statistical indices of interest. 

Figure A1 Hypothetical 15 Minute Noise Measurement 

 

Of particular relevance to this study, are: 

• LAmax The A-weighted maximum sound pressure level of any given measurement 
period. 

• LA1 The A-weighted noise level exceeded for 1% during any given measurement 
period.  
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Sound Pressure 
Level (dBA) 

Typical Example Subjective (Human) 
Evaluation 

70 Noise level directly adjacent to a busy main road 

60 Ambient noise level in urban area close to main roads Moderate to quiet 

50 Typical rural environment with high insect noise or close 
to a main road 

40 Ambient noise level in a rural environment with light 
breezes and some noise from insects, birds and distant 
traffic 

Quiet to very quiet 

30 Ambient noise level in a typical rural noise environment in 
the absence of insect noise and wind 

20 Ambient noise level in remote and quiet rural 
environment away from main roads with no wind and no 
insect noise 

Almost silent 
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• LA10 The A-weighted noise level exceeded for 10% during any given 
measurement period.  This is commonly referred to as the average maximum noise 
level. 

• LA90 The A-weighted noise level exceeded for 90% during any given 
measurement period, often referred to as the ‘background’ noise level.  

• LAeq The A-weighted equivalent noise level (basically the average noise level). It 
is defined as the steady sound level that contains the same amount of acoustical 
energy as the corresponding time-varying sound. 

• LAeq, adj, 15min The specific noise level measured as the A-weighted equivalent 
continuous noise level (LAeq) plus any adjustment for the character of the noise (tonal 
and/or impulsive) determined over a reference time period of 15-minutes. 

Noise Propagation 

Provided the receptor is in the far-field of the noise source, noise levels will reduce as a 
receptor moves further away from the source. This is due to spreading of the noise source 
energy over distance. For a simple point source (for example, a motor) the theoretical 
reduction in noise levels is 6 dBA per doubling of distance. For a line source (for example, a 
busy road) the theoretical reduction is 3 dBA per doubling of distance. In reality however 
other factors affect noise propagation. These include ground absorption, air absorption, 
acoustic screening and meteorological effects. 

Meteorological Effects 

At distances over 500 m, meteorological affects (for example, local weather and atmospheric 
conditions) can substantially enhance or impair noise propagation. The most influential 
meteorological conditions on noise propagation are wind speed and direction and the 
occurrence of temperature inversions. Ambient air temperature and humidity and 
atmospheric pressure also affect noise propagation although to a lesser extent than wind 
and temperature inversions. 

Wind Conditions 

Wind conditions enhance noise propagation when the wind is blowing from a noise source 
towards a receptor and therefore noise levels at the receptor will be higher under these 
conditions. The wind can be thought to carry the noise in the direction it is heading. Where 
winds blow from the receptor towards the source, the propagation of noise is impaired and 
therefore lower noise levels will be experienced at the receptor.  

It is important to consider the effect of prevailing wind conditions when assessing noise 
propagation over larger distances. Wind roses, which graph long term variations in wind 
speed and direction, are a useful tool for analysing prevailing wind conditions where 
available. 

Temperature Inversions 

Temperature inversions are a meteorological phenomenon where a layer of cold air is 
trapped at the ground surface under a layer of warmer air. Temperature inversions enhance 
noise propagation because sound travelling away from the ground is reflected back down 
from where the colder air meets the warmer air due to the change in pressure between the 
two layers. 

Conditions that favour the development of a strong surface inversion are nights with calm 
winds and clear skies. Calm winds prevent warmer air above the surface from mixing down 
to the ground, and clear skies increase the rate of cooling at the Earth's surface. It is 
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therefore important to consider the effect of temperature inversions when assessing noise 
propagation over larger distances and during night-time periods. 

Tonality 

Tonal noise contains one or more prominent tones (i.e. distinct frequency components), and 
is normally regarded as more offensive than ‘broad band’ noise. 

Impulsive 

An impulse noise is typified by a sudden rise time and a rapid sound decay.  Impulse noise 
can be defined as having a high peak of short duration or a sequence of such peaks (bangs, 
clicks, clatters, or thumps). 
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06/01/2026 Yes

Dispatch No

Jas/Rob
01/06/2026 7:05 All machines ok to run 

01/06/2026 17:45 Ex110, all dozers and graders to be clear of MVE pit by 18:00 with increasing noise in the Acland monitor  

Priority 11:47 LAST LOAD 18:17 01/06/2026 18:02 All Dozers in 1st gear 
 

 

 
 

 

 

 
Priority 12:36 LAST LOAD 17:50  

 

 

 

Priority 14:43 LAST LOAD 16:35

 

 

 

Priority 11:33 LAST LOAD 18:05

 

 

Priority 06:50 LAST LOAD  

Priority 09:17 LAST LOAD 11:02

 

Priority N/A LAST LOAD N/A

,

N/A
Hotseat Explaination 

Utilisation impact - 

Graders;

2 x manned; 

Water Carts:

1 x manned;

Dozers;

9 x manned;

Wheel Dozers;

2 x manned;

Noise Summary; 

Restricted MVE pit until 07:00 due to noise in the Acland monitor.  No further restrictions after 

07:00

WL 208 - USM
FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

Down - Boom Drift 

N/A

HOTSEAT

2ND

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

 09:20 Loader completing mud removal on haul road near South Pit crib hut to Dump 13;

- 11:09 Planned Standby;

- 

N/A

HOTSEAT

2ND

N/A
Hotseat Explaination 

Utilisation impact -  

Yes
Hotseat Explaination Feeding both bins 

Utilisation impact - Wet weather 

WL211 - ROADWORKS

WL 214 - ROM - ROM REHANDLE

FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

 Loader on ROM 5 feeding both bins; 

- 10:18 Coal feed change to ROM 7;

- 14:56 Coal feed change to ROM 4;

- 

- 
Yes

HOTSEAT

2ND

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

 SOS - 11:29 Weather delay; 

- 11:29 Circuit loading coal to ROM 4;

- 11:54 - 15:04 Circuit stopped due to roadworks required on the circuit;

- 15:04 Circuit operational feeding both bins and ROM 4 with excess; 

Weather

HOTSEAT

2ND

No
Hotseat Explanation ' Weather 1st crib, low manning 2nd crib;

Utilisation impact -  Undertrucked 

No
Hotseat Explanation  Weather 1st crib, low manning 2nd crib;

Utilisation impact - 

WL221 - WL/05/19  - COAL
FIRST LOAD

WL216 - MVE/04/07 - SUBSOIL
FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

 SOS - 14:42 Weather delay; 

- 14:42 Circuit loading 1 x 89 hauling to MVE Subsoil dump;

- Circuit undertrucked due to truck availability and truck USM during the shift; 

- 
Weather

HOTSEAT

2ND

HOTSEAT

1ST

 SOS - 12:38 Weather delay;

-  12:38 Circuit loading 4 x 89's hauling to Dump 5 and 9;

- Clean up delays during the shift required to reduce bogging on dig floor.  Truck queue during this time; 

- 

Weather

HOTSEAT

2ND

No
Hotseat Explaination  Weather 1st crib, low manning 2nd crib;

Utilisation impact -  

 'EX110 - MVE/02/11 - PARTINGS
FIRST LOAD

FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

 SOS - 11:47 Wet weather;

- 11:47 Circuit loading 4 x 93's hauling to Dump 22 with wet material;

- 12:57 RD413 added to circuit to close gaps; 

- 14:18 - 16:35 RD501 USM with electrical warning lights.  Replaced with RD415 from WL216;

- Weather

HOTSEAT

2ND

Noise Actions 

FIRST LOAD

EX112 - WL/04/14 - PARTINGS

Supervisor AL/LSL/Other Personal Leave Alternate Duties Part Shift

No
Hotseat Explanation  Weather 1st crib, low manning 2nd crib;

Utilisation impact - 

Date SHIFT Day CREW A_CREW

J.R



06/01/2026 Yes

Dispatch No

Rach/Ryan

 

Priority 19:08 LAST LOAD 01/06/2026 19:23 Dz612 clear for 2nd gear 
01/06/2026 19:58 112 pulling up increasing noise in Acland  

01/06/2026 20:08 112 clear to continue  

01/06/2026 22:21 112 pulling up increasing noise in Acland  
01/06/2026 22:23 ex111, 618, 710 pulling up on noise  

01/06/2026 22:35 112 clear to continue circuit moving to Dump_22 
01/06/2026 22:35 612 parking up for noise 

01/06/2026 22:39 618, ex111, 710 clear to continue  

01/07/2026 0:25 All Dozers 1st gear only  
01/07/2026 2:07 112 pulling up increasing noise in Acland 

01/07/26 02:07 706, 710 pulling up  
Priority N/A LAST LOAD N/A 01/07/26 02:09 All units pulling up  

01/07/2026 2:17 Coal circuit clear to continue 

01/07/2026 3:04 112 clear to continue 

01/07/2026 3:04 706 and 710 clear to continue 

01/07/26 03:29 All units clear to continue  

01/07/2026 5:16 Pull up all circuits except coal, Acland monitor running on a loop  

01/07/2026 5:34 Start all dozers in 1st, 111

01/07/2026 5:48 Park 112 RDTs one at a time  

Priority 05:02 LAST LOAD

 

 

 

Priority 19:09 LAST LOAD

 

 

Priority 18:23 LAST LOAD  

Priority N/A LAST LOAD N/A

 

Priority N/A LAST LOAD N/A

,

N/A
Hotseat Explaination 

Utilisation impact - 

Graders;

2 x manned; 

Water Carts:

1 x manned;

Dozers;

7 x manned;

Wheel Dozers;

1 x manned;

Noise Summary; 

- All units clear to start work from shift change, Dz612 in 1st gear only, remaining dozers 

with no restrictions 

- Easterly winds from start of shift approx. 4.1m/s as per Acland rose 

WL 208 - USM
FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

Down - Boom Drift 

N/A

HOTSEAT

2ND

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

Planned Standby 

N/A

HOTSEAT

2ND

N/A
Hotseat Explaination 

Utilisation impact -  

Yes
Hotseat Explaination Feeding both bins 

Utilisation impact - Noise

WL211 - PLANNED STANDBY

WL 214 - ROM - ROM REHANDLE

FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

3 x 85's ROM Stock_04 feeding both bins until coal feeding from the pit 

- 20:06 1 x 85 feeding Bin_01 only from ROM Stock_04 

Yes

HOTSEAT

2ND

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

1 x 85s 1 x 89 B5-6_COAL feeding Bin_02 excess to ROM Stock_04 

No

HOTSEAT

2ND

No
Hotseat Explanation low staffing 

Utilisation impact -  Undertrucked, Noise

N/A
Hotseat Explanation

Utilisation impact - 

WL221 - WL/05/19  - COAL
FIRST LOAD

WL216 - WL 05/22 - OVERBURDEN
FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

3 x 89s A5_OB to Dump_22

N/A

HOTSEAT

2ND

HOTSEAT

1ST

Planned Stamdby 

N/A

HOTSEAT

2ND

N/A
Hotseat Explaination 

Utilisation impact -  

 'EX110 - PLANNED STANDBY 
FIRST LOAD

FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

5 x 93's D8_PARTBLAST to Dump_12/Dump_15

1 x 93 USM from start of shift - Operator rejoining circuit on Rd414 

- 20:10 Circuit split - half running to Dump_22 with increasing noise n the Acland monitor 

- 22:35 Circuit dumping on Dump_22 

- 00:50 Moved areas into WL 04/17 D8_PARTRIP to Dump_22 No

HOTSEAT

2ND

Noise Actions 

FIRST LOAD

EX112 - WL/04/14 - PARTINGS

Supervisor AL/LSL/Other Personal Leave Alternate Duties Part Shift

Fuel
Hotseat Explanation Low staffing, refuelling 

Utilisation impact - Cleanup, Noise 

Date SHIFT Night CREW C_CREW

Bado 5 3



07/01/2026 Yes

Dispatch No

Jodie/Zee
01/07/2026 7:07 Noise: All good to start. Remember delays and call dispatch if screens are slow to ready up. ​

01/07/2026 17:59 Ex 110, DZ 610, DZ 611 parked up ny 1800 for noise in the Acland monitor  

Priority 07:28 LAST LOAD

 

 

 
 

 

 

 
Priority 07:30 LAST LOAD N/A  

 

 

 

Priority LAST LOAD

 

 

 

Priority LAST LOAD

 

 

Priority  

Priority N/A LAST LOAD N/A

 

Priority N/A LAST LOAD N/A

,

Noise Actions 

FIRST LOAD

EX112 - WL 05/17 D8 IB to  Dump 22 until Willeroo bridge has been swept​

Supervisor AL/LSL/Other Personal Leave Alternate Duties Part Shift

Fuel
Hotseat Explanation Low staffing, refuelling 

Utilisation impact - Cleanup, Noise 

Date SHIFT Day CREW B_CREW

Grumpy 4
3

1 x LSL
1 x Noiseroom

 'EX110 - MVE 02/11 D8 IB to Dump 5, Dump 9​
FIRST LOAD 4 x 789

FIRST LOAD 4 x 793

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

HOTSEAT

2ND

HOTSEAT

1ST

411 being used under 110. Not counting properly so it appears to be under trucked but it is not.

1750 - EX 110 instructed to park up by 1800 for noise in the Acland monitor

N/A

HOTSEAT

2ND

N/A
Hotseat Explaination 

Utilisation impact -  

N/A
Hotseat Explanation

Utilisation impact - 

WL221 - WIL05/19 B5-6 coal to both bins and excess to ROM Stock 4 (Dump 21 Ramp) ​
FIRST LOAD 7 x 785

WL216 - Relocate - MVE 03/08 subsoil to MVE subsoil stockpile ​
FIRST LOAD 4 x 789

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

N/A

HOTSEAT

2ND

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

HOTSEAT

2ND

Hotseat Explanation low staffing 

Utilisation impact -  Undertrucked, Noise

Hotseat Explaination Feeding both bins 

Utilisation impact - Noise

WL211 - PLANNED STANDBY

WL 214 - ROM Stock 4 Both Bins until out of the pit​

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

HOTSEAT

2ND

3 x 785 till out of pit

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

N/A

HOTSEAT

2ND

N/A
Hotseat Explaination 

Utilisation impact -  

N/A
Hotseat Explaination 

Utilisation impact - 

Graders;

2 x manned; 

Water Carts:

1 x manned;

Dozers;

7 x manned;

Wheel Dozers;

1 x manned;

Shift Summary

Return to work prestart

WL 208 - USM
FIRST LOAD

NOTES - Holdups/Reason for Hold up/Time

HOTSEAT

1ST

Down - Boom Drift 

N/A

HOTSEAT

2ND
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Table C1 Attended Noise Monitoring Results – January 2026 

Sensitive 
Receptor 
Location  

Start Date & 
Time  

Measured Noise Level in dB, 15-min NAC 
LAeq, adj 
15min1 

Description of Acoustic Environment 
LAmax LA1 LA10 LA90 LAeq 

 6/01/2026 
14:15 (BH) 

66 54 48 39 45 37 NAC mine noise audible.  

Predominantly engine noise from haul trucks and occasional dozers. 
Calculated contribution of 37 dBA LAeq, adj 15min. No tonal or 
impulsive characteristics were noted. 

Mower in Acland, constant birdsong, wind in trees and occasional 
distant RTN were frequently the dominant noise source during the 
measurement. 

6/01/2026 
18:00 (BH) 

64 58 50 42 48 32 NAC mine noise audible.  

NAC mine noise in the form of broadband engine noise briefly 
audible in periods of low ambient noise. Contribution calculated at 
32 dBA LAeq, adj 15min. 

Wind in trees and constant loud birdsong from a flock of cockatoos 
dominant. Intermittent dog barking also audible. 

7/01/2026 
05:15 (BH) 

73 49 48 36 47 32 NAC mine noise audible.  

NAC engine noise from haul trucks and dozers audible, broadband, 
predominantly below 630 Hz. No tonal or impulsive characteristics 
noted. NAC contribution calculated at 32 dBA LAeq, adj 15min. Mine 
LAmax <40 dBA. 

Constant birdsong and insect noise dominant. Including loud 
frequent crow calls and peacock, which were dominant for 500 Hz 
and above. 

 6/01/2026 
13:45 (BH) 

56 47 42 35 39 NAC 
Inaudible. 

NAC inaudible. 

RTN and plane flyover dominant. Constant insect noise, intermittent 
dog barking and breeze blowing in the grass also audible. 



New Acland Coal Pty Ltd 
New Acland Coal – Stage 3 Attended Noise Survey January 2026 

28 January 2026 
SLR Project No.: 620.10963.01047 

 

 

 C-2  
 

Sensitive 
Receptor 
Location  

Start Date & 
Time  

Measured Noise Level in dB, 15-min NAC 
LAeq, adj 
15min1 

Description of Acoustic Environment 
LAmax LA1 LA10 LA90 LAeq 

6/01/2026 
18:30 (BH) 

60 46 43 39 41 <28 NAC mine noise audible.  

Constant low-level broadband engine noise from NAC haul trucks 
audible throughout measurement in frequency bands below 630 Hz. 
Contribution <28 dBA LAeq, adj 15min. 

Insects and birdsong dominant, breeze blowing in grass and distant 
RTN also audible. Intermittent dog barking. 

7/01/2026 
05:45 (BH) 

66 56 46 35 44 30 NAC mine noise audible.  

Low level engine noise from NAC haul trucks and dozers audible 
throughout measurement, although significantly below the ambient 
noise levels. NAC contribution calculated at 30 dBA LAeq, adj 15min. 

Birdsong, frequent dog barking and insect noise dominant 
throughout measurement. Distant RTN audible in lower frequencies. 

 6/01/2026 
15:15 (TA) 

85 78 63 35 65 NAC 
inaudible 

NAC mine noise inaudible. 

OCR RTN and constant insect noise dominant. Frequent bird calls 
audible. Mechanical equipment noise audible from the south in the 
direction of the mine, however the noise source could not be visually 
identified. Notwithstanding, excluding approximately 8 mins of OCR 
RTN from the measurement, the noise level is calculated to be 
40 dBA Leq, demonstrating compliance with the daytime noise limit. 

6/01/2026 
19:45 (TA) 

87 70 53 51 60 NAC 
inaudible 

NAC mine noise inaudible. 

OCR RTN, constant proximity insect noise and constant insect noise 
and frog croaks from northwest vegetation and pond dominant. 

6/01/2026 
23:00 (TA) 

88 75 55 46 63 NAC 
inaudible 

NAC mine noise inaudible. 

OCR RTN, constant proximity insect noise and constant insect noise 
and frog croaks from northwest vegetation and pond dominant. 
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 C-3  
 

Sensitive 
Receptor 
Location  

Start Date & 
Time  

Measured Noise Level in dB, 15-min NAC 
LAeq, adj 
15min1 

Description of Acoustic Environment 
LAmax LA1 LA10 LA90 LAeq 

 6/01/2026 
15:45 (TA) 

68 55 44 38 44 NAC 
inaudible 

NAC mine noise inaudible. 

Frequent bird calls and constant insect noise dominant. Occasional 
tree leaves rustling and occasional frog croaks audible. Resident 
vehicle arrival audible for approximately 1 minute and when 
excluded from the measurement, the noise level is calculated to be 
43 dBA Leq. 

6/01/2026 
19:15 (TA) 

66 62 57 49 53 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise and constant bird calls dominant. Constant 
frog croaks and occasional OCR RTN audible. 

6/01/2026 
22:00 (TA) 

55 49 47 46 47 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise and constant frog croaks dominant. 
Occasional resident dog movements and OCR RTN audible. 

 6/01/2026 
16:15 (TA) 

58 53 48 38 45 NAC 
inaudible 

NAC mine noise inaudible. 

Frequent tree leaves rustling dominant. Frequent bird calls and 
occasional cow bellows audible. 

6/01/2026 
18:45 (TA) 

59 51 43 36 41 NAC 
inaudible 

NAC mine noise inaudible. 

Constant frog croaks, constant insect noise and frequent bird calls 
dominant. Frequent tree leaves rustling and occasional cow bellows 
audible.  

7/01/2026 
1:00 (TA) 

60 50 48 44 47 NAC 
inaudible 

NAC mine noise inaudible. 

Constant frog croaks and constant insect noise dominant. 
Occasional bird calls audible. 

 6/01/2026 
17:15 (TA) 

58 48 41 34 39 NAC 
inaudible 

NAC mine noise inaudible. 

Frequent bird calls and occasional tree leaves rustling dominant. 
Occasional cow bellows audible. Aircraft flyover events audible from 
approximately 17:15 to 17:17 and 17:18 to 17:19. Motorcycle audible 
intermittently from the east for final 3 minutes of the measurement. 
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Sensitive 
Receptor 
Location  

Start Date & 
Time  

Measured Noise Level in dB, 15-min NAC 
LAeq, adj 
15min1 

Description of Acoustic Environment 
LAmax LA1 LA10 LA90 LAeq 

6/01/2026 
20:45 (TA) 

61 45 44 42 43 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise dominant Occasional Pechey-Maclagan Road 
RTN audible.  

7/01/2026 
0:30 (TA) 

39 34 32 26 29 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise dominant. Occasional cow bellows and 
occasional bird calls audible. 

 6/01/2026 
16:45 (TA) 

66 52 46 37 44 NAC 
inaudible 

NAC mine noise inaudible. 

Frequent tree leaves rustling dominant. Frequent bird calls audible. 
Distant aircraft flyover events audible from approximately 16:46 to 
16:48. Vehicle passby occurred on Acland Silverleigh Road at 16:51. 
Children playing at the northern residence occasionally audible 
during measurement. 

6/01/2026 
20:15 (TA) 

44 42 41 37 39 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise dominant. Occasional tree leaves rustling 
audible. Aircraft flyover event audible from approximately 20:17 to 
20:18. 

7/01/2026 
0:00 (TA) 

47 35 33 29 31 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise dominant. Occasional tree leaves rustling 
audible. 

 6/01/2026 
17:45 (TA) 

63 57 50 41 48 NAC 
inaudible 

NAC mine noise inaudible. 

Frequent bird calls and frequent tree leaves rustling dominant. 
Aircraft flyover events audible from approximately 17:45 to 17:46 
and 17:49 to 17:53. Occasional resident dog barking audible. 

6/01/2026 
21:15 (TA) 

65 59 55 49 52 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise and frequent resident dog barking dominant. 
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Sensitive 
Receptor 
Location  

Start Date & 
Time  

Measured Noise Level in dB, 15-min NAC 
LAeq, adj 
15min1 

Description of Acoustic Environment 
LAmax LA1 LA10 LA90 LAeq 

6/01/2026 
23:30 (TA) 

57 56 54 49 52 NAC 
inaudible 

NAC mine noise inaudible. 

Constant insect noise dominant. Frog croaks occasionally audible 
and occasional bird calls audible. 

 6/01/2026 
21:00 (BH) 

65 63 54 43 52 NAC 
Inaudible. 

NAC Inaudible. 

RTN heavy vehicle passby events on Jondaryan Muldu Road 
dominant. Constant loud insect noise audible. 

6/01/2026 
22:00 (BH) 

67 61 49 40 49 NAC 
Inaudible. 

NAC Inaudible. 

Isolated heavy vehicle passby events on Jondaryan Muldu road 
dominate most measurement statistics. Insects also audible during 
periods without vehicle passby events. 

7/01/2026 
07:00 (BH) 

62 59 49 33 46 NAC 
Inaudible. 

NAC Inaudible. 

Heavy vehicle passby events on Jondaryan Muldu Road dominant. 
Wind in grass, birdsong and soft insects also audible. 

 6/01/2026 
12:45 (BH) 

67 46 40 32 39 NAC 
Inaudible. 

NAC inaudible. 

Wind blowing in grass, constant birdsong and occasional agricultural 
noise dominant. Constant soft insect noise audible. 

6/01/2026 
19:30 (BH) 

50 49 48 46 47 <28 NAC mine noise audible.  

Occasional Qube trucks hauling product coal on Jondaryan Muldu 
Road audible. Up to 31 dBA during passby events, overall 
contribution <28 dBA LAeq, adj 15min. 

Loud constant insects dominant. Wind blowing through grass and 
over hills also audible throught the measurement. 

7/01/2026 
04:15 (BH) 

67 51 47 40 45 30 NAC mine noise audible.  

Qube trucks hauling product coal on Jondaryan Muldu road audible, 
total NAC contribution calculated at 30 dBA LAeq, adj 15min. 

Plane flyover and car driving past on driveway dominant for periods. 
Constant birdsong and insects also audible. 
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Sensitive 
Receptor 
Location  

Start Date & 
Time  

Measured Noise Level in dB, 15-min NAC 
LAeq, adj 
15min1 

Description of Acoustic Environment 
LAmax LA1 LA10 LA90 LAeq 

 6/01/2026 
13:15 (BH) 

69 54 47 30 44 NAC 
Inaudible. 

NAC inaudible. 

Birdsong, insects and wind blowing through shed dominant. Plane 
flyover audible. Frequent rooster calls. 

6/01/2026 
19:00 (BH) 

58 46 44 36 41 <26 Occasional Qube trucks hauling product coal on Jondaryan Muldu 
Road audible. Up to 29 dBA during passby events, overall 
contribution <26 dBA LAeq, adj 15min. 

Constant birdsong and frog calls audible. Intermittent dog barking 
and wind rushing through shed and creaking windmill. 

7/01/2026 
04:45 (BH) 

63 54 46 37 44 <28 Occasional Qube trucks hauling product coal on Jondaryan Muldu 
Road audible. Up to 29 dBA during passby events, overall 
contribution <26 dBA LAeq, adj 15min. 

Constant birdsong, insects and noise from roosters dominant. 

 6/01/2026 
14:45 (BH) 

72 63 48 32 48 NAC 
Inaudible. 

NAC Inaudible. 

Wind blowing in trees, birdsong and plane flyover events dominant. 
Occasional distant RTN audible.  

6/01/2026 
20:00 (BH) 

54 47 46 45 45 NAC 
Inaudible. 

NAC inaudible. 

Loud insects dominant, occasional distant RTN audible in lower 
frequencies. 

7/01/2026 
06:15 (BH) 

73 59 51 41 49 NAC 
Inaudible. 

NAC Inaudible. 

Insects, wind in trees and birdsong dominant. 

Note 1: This represents the corrected LAeq attributable to NAC noise including any tonal and/or impulsive corrections as noted. 
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1.0 Introduction 

Acoem Australasia (Ecotech Pty Ltd) was commissioned by New Hope Group to provide monitoring 

and data reporting for the New Acland coal mine ambient air quality monitoring stations, located as 

detailed in Table 1. Full siting details are given in section 2.1. Acoem Australasia commenced data 

collection from all stations on the 1st April 2024. 

This report presents the data for January 2026. 

The data presented in this report: 

• Describes air quality measurements; 

• Compares monitoring results; 

• Has been quality assured; 

• Conforms with NATA accreditation requirements, where applicable. 

2.0 Monitoring and Data Collection 

2.1  Siting Details 
The network consists of nine ambient air quality monitoring stations. The stations’ location and siting 

details are described below. 

Table 1: New Acland Coal Mine Monitoring Stations Locations 

Site Name Street Address 
Geographical 

Coordinates 

Height Above Sea 

Level (m) 

Site 1 
34 Francis Street, Acland, 

Queensland 

27°18'18.90"S 

151°41'20.23"E 
438 

Site 2 

Pechey Maclagan Road (near 

Cherrys Road intersection), 

Balgowan, Queensland 

27°15'48.56"S 

151°43'5.33"E 
477 

Site 3 
Osheas Road, Jondaryan, 

Queensland 

27°17'8.89"S 

151°38'29.45"E 
449 
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Site Name Street Address 
Geographical 

Coordinates 

Height Above Sea 

Level (m) 

Site 5 

Acland Brymaroo (near Cookes 

Road intersection), Jondaryan, 

Queensland 

27°18'7.00"S 

151°38'37.73"E 
434 

Site 6 
Acland Silverleigh Road, 

Silverleigh, Queensland 

27°18'52.73"S 

151°45'7.26"E 
510 

Site 7 

Griinkes Road (near Oakey-

Cooyar Road intersection), 

Silverleigh, Queensland 

27°18'22.06"S 

151°44'50.78"E 
477 

Site 8 

Acland Brymaroo Road (near 

McGoven Road intersection), 

Jondaryan, Queensland 

27°17'46.22"S 

151°37'53.80"E 
470 

Site 9 
Muldu Brymaroo Road, Muldu, 

Queensland 

27°16'40.19"S 

151°39'16.74"E 
469 

 

An audit was conducted to assess station siting against the guidelines in AS/NZS 3580.1.1:2016 “Methods 
for sampling and analysis of ambient air – guide to siting air monitoring equipment” all stations were 
classified as background stations. The audits were carried out at the following sites: 

• Site 1 and Site 3 on 9th April 2025, 
• Site 2, Site 6, and Site 7 on 10th April 2025, 
• Site 5 on 8th April 2025 
• Site 8 and Site 9 on 8th April 2025. 

An audit was conducted to assess station siting against the guidelines and mandatory requirements 

of AS/NZS 3580.14:2014 “Methods for sampling and analysis of ambient air – Meteorological 

monitoring for ambient air quality monitoring applications” at the following stations: 

• Site 1 on 9th April 2025. 
• Site 7 on 10th April 2025. 
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Figure 1:  New Acland Monitoring Stations Location 

2.2  Monitored Parameters 
Table 2 below details the parameters monitored and the instruments used at the New Acland 

monitoring stations. Appendix 1 defines any abbreviated parameter names used throughout the 

report. 

Sampling of all parameters is continuous. 

For meteorological sensors, the elevation given in the table below is the height above ground level at 

the monitoring station. 
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Table 2: Parameters Measured at all sites of New Acland Stations 

Station 

name 

Parameter 

Measured 

Instrument and Measurement 

Technique 
Elevation 

Reporting 

Basis 

Site 1 

TSP 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.359 m 5 min 

PM10 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.383 m 5 min 

PM2.5 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.391 m 5 min 

Wind Speed RM Young 86000 – ultrasonic 10 m 5 min 

Wind Direction 

(horizontal) 
RM Young 86000 – ultrasonic 10 m 5 min 

Sigma 
Calculation using the Yamartino 

method 
10 m 5 min 

Rain RM Young 52203 0.387 m 5 min 

Net Radiation Middleton NSR1-E 0.345 m 5 min 

Solar Radiation Middleton Solar EQ08 0.356 m 5 min 

Ambient 

Temperature 

(Upper) 

RM Young 41342VC 10 m 5 min 

Ambient 

Temperature 

(Lower) 

RM Young 41342VC 3.5 m 5 min 



New Acland Coal Mine Stations 

Report No: DAT23848_Rev 1 

New Hope Group 

 

 

 

Page 11 of 58 

 

Station 

name 

Parameter 

Measured 

Instrument and Measurement 

Technique 
Elevation 

Reporting 

Basis 

Relative Humidity RM Young 41382VC 3.5 m 5 min 

Site 2 

TSP 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.374 m 5 min 

PM10 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.382 m 5 min 

Site 3 

TSP 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.337 m 5 min 

PM10 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.384 m 5 min 

Site 5 

TSP 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.389 m 5 min 

PM10 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.394 m 5 min 

Site 6 

TSP 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.379 m 5 min 

PM10 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.389 m 5 min 

Site 7 

TSP 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.385 m 5 min 

PM10 
Thermo 1405 TEOM (Tapered 

Element Oscillating Microbalance) 
0.392 m 5 min 
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Station 

name 

Parameter 

Measured 

Instrument and Measurement 

Technique 
Elevation 

Reporting 

Basis 

Wind Speed Vaisala WMT-701 - Ultrasonic 10 m 5 min 

Wind Direction 

(horizontal) 
Vaisala WMT-701 - Ultrasonic 10 m 5 min 

Sigma 
Calculation using the Yamartino 

method 
10 m 5 min 

Rain RM Young 52203 0.387 m 5 min 

Ambient 

Temperature 

(Upper) 

RM Young 41342VC 10 m 5 min 

Ambient 

Temperature 

(Lower) 

RM Young 41342VC 3.5 m 5 min 

Site 8 PM10 Thermo ADR1500 0.180 m 5 min 

Site 9 PM10 Thermo ADR1500 0.180 m 5 min 
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2.3  Data Collection Methods 
Table 3 below shows the methods used for data collection. Any deviations from the stated methods 

are detailed in section 2.3.1. 

Table 3: Methods 

Parameter Measured 
Data Collection 

Methods Used 
Description of Method 

TSP1 (TEOM) AS/NZ 3580.9.8:2022 

Methods for sampling and analysis of ambient air. 
Method 9.8: Determination of suspended particulate 
matter - PM10 continuous direct mass method using a 

tapered element oscillating microbalance analyser. 

PM10 (TEOM) AS/NZS 3580.9.8:2022 

Methods for sampling and analysis of ambient air. 
Method 9.8: Determination of suspended particulate 
matter - PM10 continuous direct mass method using a 

tapered element oscillating microbalance analyser. 

PM2.5 (TEOM) AS/NZS 3580.9.8:2022 

Methods for sampling and analysis of ambient air. 
Method 9.8: Determination of suspended particulate 
matter – PM2.5 continuous direct mass method using 
a tapered element oscillating microbalance analyser. 

PM10 (Thermo 
ADR1500) 

Manufacturer's Manual Light-scattering photometer (nephelometer). 

Vector Wind Speed 
(Horizontal) 

AS/NZS 3580.14-2014 
Methods for sampling and analysis of ambient air. 

Method 14: Meteorological monitoring for ambient 
air quality monitoring applications 

Vector Wind Direction AS/NZS 3580.14-2014 
Methods for sampling and analysis of ambient air. 

Method 14: Meteorological monitoring for ambient 
air quality monitoring applications 

Sigma AS/NZ 3580.14-2014 
Methods for sampling and analysis of ambient air. 

Method 14: Meteorological monitoring for ambient 
air quality monitoring applications 

 
1 A modified TEOM can be used in place of a Hi-Vol Sampler to measure TSP. 
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Parameter Measured 
Data Collection 

Methods Used 
Description of Method 

Rain AS 3580.14:2014 
Methods for sampling and analysis of ambient air.  

Method 14: Meteorological monitoring for ambient 
air quality monitoring applications 

Relative Humidity AS/NZS 3580.14- 2014 
Methods for sampling and analysis of ambient air. 

Method 14: Meteorological monitoring for ambient 
air quality monitoring applications 

Ambient Temperature AS/NZS 3580.14-2014 
Methods for sampling and analysis of ambient air. 

Method 14: Meteorological monitoring for ambient 
air quality monitoring applications 

Net Radiation 
Acoem Australasia 
Laboratory Manual 

In-house method 8.6 – Global solar radiation and Net 
radiation by pyranometer and net pyrradiometer 

Solar Radiation AS/NZS 3580.14-2014 
Methods for sampling and analysis of ambient air. 

Method 14: Meteorological monitoring for ambient 
air quality monitoring applications 

 

2.3.1   NATA Endorsement and Conformance with Standards 

Unless stated below, parameters are monitored at the New Acland stations according to the methods 

detailed in Table 3 above.  

• Both upper and lower AT sensors at Site 1 and Site 7 have naturally aspirated shields (not 

motor aspirated) which do not confirm with the requirements of AS/NZS 3580.14:2014. 

• Measurement of PM10 by Thermo ADR1500 is not covered by Acoem Australasia's NATA scope 

of accreditation. 

• Currently, the only Australian/New Zealand Standard covering the determination of TSP is 

AS/NZS 3580.9.3, which requires the use of a high-volume sampler (HVS) over a 24-hour 

period. NATA has concluded that alternative TSP monitors such as BAMs, TEOMs, etc., are not 

recommended for measuring TSP. However, based on EPML00335713, data from the 

modified TEOM and Hi-Vol samplers can be used to calibrate the modified TEOM for 
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monitoring TSP. This calibration needs to be conducted over at least a six-month period, from 

June to December. Once the modified TEOM has been calibrated, it can be used to measure 

TSP instead of the Hi-Vol sampler. As the calibration results have not yet been provided to 

Acoem, TSP data cannot be endorsed by Acoem NATA's scope of accreditation until the 

calibration is completed or the calibration documentation is provided. 

2.3.2 Data Acquisition 

Data acquisition for all continuously monitored parameters is performed using an Envista logger 

situated at site 1, site 2, site 3, site 5, site 6, site 7 and CR300 logger at site 1 and site 7 and Campbell 

CR310 logger at site 8 and site 9. The recorded data is remotely collected from the above loggers on 

a daily basis (using AirodisTM version 5.2.1) and stored at Acoem Australasia’s Environmental Reporting 

Services (ERS) department in Melbourne, Australia. Data samples are logged in 1-minute for all sites 

but also logged in 6-minute intervals for PM2.5 at site 1 due to TEOM swap-outs. The details of these 

interval changes are mentioned in the VDET. Unless otherwise specified, raw data will be retained for 

at least four years. 

2.4 Data Validation and Reporting 

2.4.1 Validation  

The Acoem Australasia ERS department perform daily data checks on continuously monitored 

parameters to ensure maximum data capture rates are maintained. Any equipment failures are 

communicated to the responsible field engineers for urgent rectification. Acoem Australasia ERS 

maintains two distinct databases containing non-validated and validated data respectively.  

The validated database is created by duplicating the non-validated database and then flagging data 

affected by instrument faults, calibrations and other maintenance activities. The data validation 

software requires the analyst to supply a valid reason (e.g., backed by maintenance notes, calibration 

sheets etc) in the database for flagging any data as invalid.    

All data validation activities are undertaken in accordance with AS 3580.19:2020 – Method 19: 

Ambient air quality data validation and reporting, which specifies the procedures for checking, 

validating, documenting and reporting ambient air quality monitoring data to ensure it is technically 

defensible and suitable for regulatory and scientific use. 

 

Details of all invalid or missing data are recorded in the Valid Data Exception Table. 

Validation is performed by the analyst, and the validation is reviewed. Graphs and tables are 

generated based on the validated 1-minute data and 6-minute.  
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2.4.2  Validation Notes 

Due to the impact of moisture in the sampled air, short term negative readings are common, 

particularly when preceded by periods of high particulate loading or humidity. This effect is 

exacerbated by high filter loads.  Data is not invalidated as it would bias the data resulting in higher 

reported daily averages. 

2.4.3  Reporting 

Data are reported in accordance with the requirements of AS 3580.19:2020, ensuring consistency, 

transparency and auditability of validated ambient air quality data. The reported data is in a Microsoft 

Excel format file named “New Acland Mine Monthly Report January 2026 - Rev 1.xls”.  

The Excel file consists of 6 Excel worksheets: 

1. Cover 

2. 5 Min Average 

3. 6 Min Average 

4. 1 Hr Average 

5. 24 Hr Average 

6. Valid Data Exception Tables 

 

The data contained in this report is based on Australian Eastern Standard Time.   

All averages are calculated from the one-minute and six minute data.  Averages are based on a 

minimum of 75% valid readings within the averaging period. 

Averaging periods of eight hours or less are reported for the end of the period, i.e., the hourly average 

02:00am is for the data collected from 1:00am to 2:00am. One-hour averages are calculated based on 

a clock hour. One day and one-year averages are calculated based on calendar days. 
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3.0      Air Quality Standards and Goals 

The air quality limits for parameters monitored at the New Acland Coal Mine Stage 3 sites, as set out 

in Table 4, are described in the EPML00335713 as follows: "These limits are based on relevant air 

quality objectives contained in the Environmental Protection (Air) Policy 2019 and may be 

automatically amended to reflect any amendments or replacements of the relevant air quality 

objectives in the Environmental Protection (Air) Policy 2019." 

Table 4: New Acland Stations’ Air Quality Goals 

Parameter Time Period 
Maximum 

Concentration Standard 
Units 

TSP 24 Hr Average 80 µg/m³ 

PM10 24 Hr Average 50 µg/m³ 

PM2.5 24 Hr Average 25 µg/m³ 

 

Note: The measurement uncertainty (as outlined in Table 5) is not considered when assessing 

exceedences of the air quality standards/goals. Exceedences are only reported for above goal values, 

based on the decimal places reported. 
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4.0 Calibrations and Maintenance 

4.1  Units and Uncertainties 
The uncertainties for each parameter have been determined by the manufacturer’s tolerance limits 

of the equipment’s parameters, and by the data collection standard method. 

The reported uncertainties are expanded uncertainties, calculated using coverage factors which give 

a level of confidence of approximately 95%. Where an uncertainty value is not available for a particular 

parameter, the manufacturer’s stated accuracy is included, as indicated by a footnote. 

Table 5: Units and Uncertainties 

Parameter Units Resolution Uncertainty2 Measurement Range 

TSP 

(TEOM) 
µg/m³ 0.1 µg/m³ 

5.0 g/m³ or 3.6% of reading, 

whichever is the greater 

K factor of 2 

0 µg/m³ to 1 g/m³ 

LDL = 5 µg/m³ 

PM10 

(TEOM) 
µg/m3 0.1 µg/m3 

5.0 g/m³ or 3.6% of reading, 
whichever is the greater 

K factor of 2.0 

0 µg/m³ to 1 g/m³ 
LDL=5 µg/m3 

PM2.5 

(TEOM) 
µg/m3 0.1 µg/m3 

5.0 g/m³ or 3.6% of reading, 
whichever is the greater 

K factor of 2.0 

0 µg/m³ to 1 g/m³ 
LDL=5 µg/m3 

Vector Wind 

Speed 
m/s 0.1 m/s 

0.4 m/s or 2.0 % of reading, 

whichever is greater 

K factor of 2.0 

0.4 m/s to 50 m/s 

Vector Wind 

Direction 
Deg 1 deg 

4 deg 

K factor of 2.0 

0 deg to 360 deg 

Starting threshold: 0.0 

m/s 

Rain mm 0.1 mm 
 (9 % of reading + 0.2 mm) 

K factor of 2.0 

Rainfall rates of 0 to 

80 mm/hr 

 
2 Uncertainties are calculated based on the full measurement range unless stated otherwise. 
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Parameter Units Resolution Uncertainty2 Measurement Range 

Relative 

Humidity 
% 1% 

± 6% RH 

K factor of 2.0 
1 - 100% 

Ambient 

Temperature 
°C 0.1 °C 

± 0.6˚C 
K factor of 2.0 -10˚C to 50˚C 

Net Radiation W/m2 1 W/m2 
± 5% in daily total 

K factor of 2.0 
-250 to 2000 W/m2 

PM10 

(ADR-1500) 
µg/m3 0.1 µg/m3 

± 3 µg/m3 

K factor of 2.0 
0-50 µg/m3 

Solar 
Radiation 

W/m2 1 W/m2 
±15 W/m² or 3% of reading, 

whichever is greater 
K factor of 2.0 

0 to 2000 W/m2 

4.2 Maintenance 

4.2.1 Calibration & Maintenance Summary Tables 

The last calibrations for the following parameters were performed on the indicated dates.  Data 

supplied after this time is subject to further validation, to be performed at the next calibration cycle.  

 

Note: Maintenance and calibration dates may differ, as calibrations may be less frequent than 

scheduled maintenance visits. 

 “Calibration cycle” refers to the frequency of calibrations and intermediate calibration checks. Tables 

6 to 13 below indicate when the particulate and meteorological equipment were last 

maintained/calibrated.  
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Table 6: Site 1 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

TSP 13/01/2026 Monthly 04/12/2025 Yearly 

PM10 13/01/2026 Monthly 04/12/2025 Yearly 

PM2.5 13/01/2026 Monthly 04/12/2025 Yearly 

Relative Humidity 14/10/2025 Monthly 14/10/2025 6-Monthly 

WS, WD, Sigma 06/11/2025 Monthly 18/09/2025 2-Yearly 

2m 

Ambient Temperature 
14/10/2025 Monthly 14/10/2025 6-Monthly 

10m 

Ambient Temperature 
14/10/2025 Monthly 14/10/2025 6-Monthly 

Net Radiation 1 06/11/2025 Monthly TBA Yearly 

Solar Radiation 13/01/2026 Monthly 24/10/2025 Yearly 

Rainfall 13/01/2026 Monthly 09/04/2025 Yearly 

 

 

 

 

 

 

1. The Net Radiation sensor does not require calibration, and the customer has confirmed that it will undergo a non-NATA 

calibration.  
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 Table 7: Site 2 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

TSP 12/01/2026 Monthly 04/11/2025 Yearly 

PM10 12/01/2026 Monthly 04/11/2025 Yearly 

 

Table 8: Site 3 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

TSP 13/01/2026 Monthly 04/12/2025 Yearly 

PM10 13/01/2026 Monthly 04/12/2025 Yearly 

 

Table 9: Site 5 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

TSP 12/01/2026 Monthly 04/11/2025 Yearly 

PM10 12/01/2026 Monthly 04/11/2025 Yearly 
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Table 10: Site 6 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

TSP 12/01/2026 Monthly 05/11/2025 Yearly 

PM10 12/01/2026 
Monthly 

05/11/2025 Yearly 

 

Table 11: Site 7 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

TSP 12/01/2026 Monthly 04/12/2025 Yearly 

PM10 12/01/2026 Monthly 04/12/2025 Yearly 

WS, WD, Sigma 06/11/2025 2-Yearly 25/09/2025 2-Yearly 

2m 

Ambient Temperature 
04/09/2025 Yearly 4/09/2025 6-Monthly 

10m 

Ambient Temperature 
04/09/2025 Yearly 4/09/2025 6-Monthly 

Rainfall 15/10/2025 3-Monthly 10/04/2025 Yearly 
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Table 12: Site 8 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

PM10 13/01/2026 Monthly 18/03/2025 Yearly 

 

Table 13: Site 9 Maintenance Table January 2026 

Parameter 
Date of Last 

Maintenance 
Maintenance Type 

Date of Last 

Calibration 

Calibration 

Cycle 

PM10 13/01/2026 
Monthly 

18/03/2025 Yearly 
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5.0 Results 

5.1 Data Capture 
Valid data capture refers to the amount of valid data collected during the report period. It is based on 

1-minute data and 6-minute, for all continuously monitored parameters. 

The percentage of valid data captured is calculated using the following equation: 

Valid Data capture = (Reported air quality data / Total data) x 100% 

Where: 

• Reported air quality data = Number of samples (instrument readings) which have been 

validated through a quality assured process and excludes all data errors, zero data collection 

due to calibration, equipment failures, planned and unplanned maintenance. 

• Total data = Total number of samples (instrument readings) expected for the sampling period. 

Total data is calculated based on the same averaging period as “reported air quality data” and 

the duration of the corresponding report period. e.g., for 5-minute data collected over a 

month of 31 days, the total data would be equal to 12 (5-minute samples in an hour) x 24 

(hours in a day) x 31 (days in a month) = 8928 samples.  

Table 14 below displays data capture statistics for January 2026.  Bold values in the table indicate data 

capture below 95%.  

Details of all invalid or missing data affecting data affecting data capture are included in the Valid Data 

Exception Tables, see section 6. 
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Table 14: Monthly Data Capture for New Acland Sites for January 2026 

 

 

 

 

 

 

Parameter 

Data Capture (%) 

Site 1 Site 2 Site 3 Site 5 Site 6 Site 7 Site 8 Site 9 

TSP 94.9 99.8 99.3 98.9 99.8 98.1 - - 

PM10 96.0 99.5 25.2 17.1 99.8 84.6 99.5 95.1 

PM2.5 99.2 - - - - - - - 

WS, WD 94.4 - - - - 100.0 - - 

Relative 

Humidity 
99.9 - - - - - - - 

2m Ambient 

Temperature 
99.9 - - - - 100.0 - - 

10m Ambient 

Temperature 
99.9 - - - - 100.0 - - 

Rainfall 99.9 - - - - 100.0 - - 

Solar 

Radiation  
92.5 - - - - - - - 

Net Radiation 82.7 - - - - - - - 
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5.2 Tabulated Data 
Table 15: Monthly TSP Summary Data Table January 2026 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Date 

Site 1 Site 2 Site 3 Site 5 Site 6 Site 7 

TSP 
(µg/m³) 

TSP 
(µg/m³) 

TSP 
(µg/m³) 

TSP 
(µg/m³) 

TSP 
(µg/m³) 

TSP 
(µg/m³) 

1-01-2026 14.8 13.1 11.8 9.7 11.7 10.3 

2-01-2026 21.1 12.7 12.1 11.7 12.0 11.1 

3-01-2026 16.1 16.5 12.1 11.9 10.2 9.5 

4-01-2026 11.2 12.5 10.4 9.3 11.4 10.7 

5-01-2026 13.2 13.8 13.6 10.9 12.5 12.7 

6-01-2026 17.6 10.7 12.5 11.4 10.9 10.2 

7-01-2026 24.9 11.4 12.7 13.2 11.1 11.2 

8-01-2026 18.0 10.6 11.7 10.6 10.1 9.8 

9-01-2026 23.0 14.6 14.1 14.0 14.1 13.1 

10-01-2026 17.7 15.9 19.1 15.3 15.4 14.0 

11-01-2026 18.4 16.6 16.0 15.4 15.9 15.3 

12-01-2026 30.3 11.8 14.8 12.6 10.9 12.9 

13-01-2026 12.1 7.2 8.8 7.3 7.7 7.5 

14-01-2026 27.2 14.4 15.0 16.2 14.9 14.3 

15-01-2026 18.7 16.5 17.7 16.5 17.4 15.8 

16-01-2026 14.6 13.2 23.6 13.9 14.2 13.4 

17-01-2026 13.5 11.4 11.6 11.1 13.5 13.3 

18-01-2026 10.3 8.6 9.0 8.5 9.5 8.8 

19-01-2026 17.9 8.6 11.1 9.9 10.1 10.2 

20-01-2026 21.6 11.9 18.2 13.4 12.7 13.2 

21-01-2026 22.6 20.4 19.3 20.5 21.9 21.6 

22-01-2026 22.9 21.4 22.3 21.1 22.2 22.1 

23-01-2026 45.1 21.7 19.7 21.5 21.7 20.4 

24-01-2026 28.4 20.1 19.3 21.9 23.2 21.2 

25-01-2026 22.2 22.8 20.9 22.3 23.5 24.0 

26-01-2026 26.1 16.1 15.6 16.4 18.1 16.6 

27-01-2026 32.0 29.5 19.0 20.7 21.1 20.2 

28-01-2026 -  20.2 21.9 23.3 21.0 20.2 

29-01-2026 -  20.0 22.0 21.9 19.8 19.8 

30-01-2026 -  17.8 19.0 21.1 19.4 18.2 

31-01-2026 -  18.2 19.9 23.5 21.1 19.1 
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Table 16: Monthly PM10 Summary Data Table January 2026 

 

Date 

Site 1 Site 2 Site 3 Site 5 Site 6 Site 7 Site 8 Site 9 

PM10 

(µg/m³) 

PM10 

(µg/m³) 

PM10 

(µg/m³) 

PM10 

(µg/m³) 

PM10 

(µg/m³) 

PM10 

(µg/m³) 

PM10 

(µg/m³) 

PM10 

(µg/m³) 

1-01-2026 13.2 10.0  - 9.0 9.6 9.6 3.6 2.8 

2-01-2026 15.4 9.7  - 9.7 9.8 9.9 4.4 3.4 

3-01-2026 11.6 10.8  - 9.0 8.2 8.7 4.8 3.7 

4-01-2026 10.1 9.7  - 7.7 8.7 9.2 3.8 3.5 

5-01-2026  - 10.6  - 9.6 9.4 10.5 3.2 3.1 

6-01-2026  - 9.0  -  - 9.3 9.4 2.3 2.5 

7-01-2026 18.7 8.9  -  - 8.9 9.5 2.7  - 

8-01-2026 14.2 8.3  -  - 8.4 9.0 2.8  - 

9-01-2026 17.5 11.2  -  - 10.7 11.8 5.2 4.4 

10-01-2026 15.5 12.2  -  - 11.8 13.2 9.2 6.4 

11-01-2026 16.7 13.1  -  - 13.0 14.2 12.0 7.3 

12-01-2026 25.5 10.2  -  - 10.9 12.0 11.7 6.7 

13-01-2026 9.0 5.6  -  - 5.7 6.8 2.1 2.0 

14-01-2026 19.2 10.1  -  - 10.3 12.2 6.8 4.3 

15-01-2026 15.9 12.7  -  - 12.9 14.9 11.0 6.3 

16-01-2026 11.4 9.0  -  - 9.2 10.6 4.6 3.4 

17-01-2026 10.3 8.4  -  - 9.3 10.7 5.4 3.9 

18-01-2026 8.1 7.1  -  - 7.2 8.3 3.6 2.8 

19-01-2026 13.3 6.8  -  - 7.4 9.5 3.6 2.8 

20-01-2026 14.6 9.2  -  - 9.6 12.3 5.7 4.2 

21-01-2026 14.9 14.1  -  - 14.9 16.8 9.6 5.5 

22-01-2026 17.1 15.6  -  - 15.8 19.0 11.8 6.5 

23-01-2026 27.4 17.5  -  - 17.5 20.0 16.4 8.1 

24-01-2026 17.4 15.3 20.8  - 16.5 18.4 14.4 7.4 

25-01-2026 18.5 16.7 21.0  - 17.9 20.4 14.7 7.1 

26-01-2026 16.3 10.7 12.9  - 12.5 13.0 7.0 3.9 

27-01-2026 24.6 21.0 20.6  - 16.8  - 20.4 9.0 

28-01-2026 22.8 15.7  -  - 15.6  - 15.2 7.6 

29-01-2026 34.2 15.2  -  - 15.0  - 11.0 6.4 

30-01-2026 27.5 13.6 17.0  - 14.2  - 10.5 6.3 

31-01-2026 18.1 14.1 17.3  - 15.3  - 11.7 6.5 
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Table 17: Monthly PM2.5 Summary Data Table January 2026 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Date 

Site 1 

PM2.5  

(µg/m³) 

1-01-2026 4.7 

2-01-2026 4.4 

3-01-2026 4.0 

4-01-2026 4.3 

5-01-2026 4.7 

6-01-2026 3.4 

7-01-2026 4.0 

8-01-2026 3.6 

9-01-2026 4.8 

10-01-2026 4.6 

11-01-2026 5.7 

12-01-2026 7.7 

13-01-2026 4.2 

14-01-2026 5.1 

15-01-2026 5.8 

16-01-2026 5.3 

17-01-2026 6.5 

18-01-2026 3.7 

19-01-2026 3.0 

20-01-2026 3.5 

21-01-2026 5.6 

22-01-2026 7.3 

23-01-2026 10.4 

24-01-2026 7.8 

25-01-2026 12.0 

26-01-2026 6.4 

27-01-2026 10.3 

28-01-2026 8.0 

29-01-2026 7.0 

30-01-2026 6.4 

31-01-2026 5.2 
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Table 18: Summary statistics of daily TSP concentrations for January 2026 

 

 

 

 

 

 

 

Table 19: Summary statistics of daily PM10 concentrations for January 2026 

 

 

 

 

 

 

 

 

Table 20: Summary statistics of daily PM2.5 concentrations January 2026 

 

 

Sites 
Maximum 

Value 
(µg/m³) 

Maximum 
Value Date 

Minimum 
Value 

(µg/m³) 

Minimum 
Value 
Date 

Average 
value 

(µg/m³) 

Site 1 45.1 23-01-26 10.3 18-01-26 20.2 

Site 2 29.5 27-01-26 7.2 13-01-26 15.7 

Site 3 23.6 16-01-26 8.8 13-01-26 15.7 

Site 5 23.5 31-01-26 7.3 13-01-26 17.2 

Site 6 23.5 25-01-26 7.7 13-01-26 15.2 

Site 7 24.0 25-01-26 7.5 13-01-26 14.8 

Sites 
Maximum 

Value 
(µg/m³) 

Maximum 
Value Date 

Minimum 
Value 

(µg/m³) 

Minimum 
Value 
Date 

Average 
value 

(µg/m³) 

Site 1 34.2 29-01-26 8.1 18-01-26 17.1 

Site 2 21 27-01-26 5.6 13-01-26 11.3 

Site 3 21 25-01-26 12.9 26-01-26 18.2 

Site 5 9.7 02-01-26 7.7 04-01-26 8.8 

Site 6 17.9 25-01-26 5.7 13-01-26 11.4 

Site 7 20.4 25-01-26 6.8 13-01-26 12.8 

Site 8 20.4 27-01-26 2.1 13-01-26 8.0 

Site 9 9.0 27-01-26 1 07-01-26 5.1 

Sites 
Maximum 

Value 
(µg/m³) 

Maximum 
Value Date 

Minimum 
Value 

(µg/m³) 

Minimum 
Value 
Date 

Average 
value 

(µg/m³) 

Site 1 10.3 27-01-2026 3.0 19-01-2026 5.8 
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5.3  Air Quality Summary 

Tables 21 to 28 detail any exceedances of the air quality goals for the reporting month at New Acland 

stations. 

Table 21: Exceedances Recorded at New Acland Site 1 for January 2026 

Parameter 
Number of 

Exceedances 

Value of Exceedance 

(µg/m³) 

Date of 

Exceedance 

TSP None - - 

PM10 None - - 

PM2.5 None - - 

 

Table 22: Exceedances Recorded at New Acland Site 2 for January 2026 

Parameter 
Number of 

Exceedances 

Value of Exceedance 

(µg/m³) 

Date of 

Exceedance 

TSP None - - 

PM10 None - - 
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Table 23: Exceedances Recorded at New Acland Site 3 for January 2026 

Parameter 
Number of 

Exceedances 

Value of Exceedance 

(µg/m³) 

Date of 

Exceedance 

TSP None - - 

PM10 None - - 

 

Table 24: Exceedances Recorded at New Acland Site 5 for January 2026 

Parameter 
Number of 

Exceedances 

Value of Exceedance 

(µg/m³) 

Date of 

Exceedance 

TSP None - - 

PM10 None - - 

 

Table 25: Exceedances Recorded at New Acland Site 6 for January 2026 

Parameter 
Number of 

Exceedances 

Value of Exceedance 

(µg/m³) 

Date of 

Exceedance 

TSP None - - 

PM10 None - - 
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Table 26: Exceedances Recorded at New Acland Site 7 for January 2026 

Parameter 
Number of 

Exceedances 

Value of 

Exceedance 

(µg/m³) 

Date of Exceedance 

TSP None - - 

PM10 None - - 

 

Table 27: Exceedances Recorded at New Acland Site 8 for January 2026 

Parameter 
Number of 

Exceedances 

Value of 

Exceedance 

(µg/m³) 

Date of Exceedance 

PM10 None - - 

 

Table 28: Exceedances Recorded at New Acland Site 9 for January 2026 

Parameter 
Number of 

Exceedances 

Value of 

Exceedance 

(µg/m³) 

Date of Exceedance 

PM10 None - - 
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5.4 Graphic Representations 

Validated 1-minute data for TSP, PM₁₀, PM2.5, WS and WD, AT 2m, AT 10m, RH, Rain were used to 

construct the following monthly graphic representations. 

 
 

 

Figure 2: TSP 24-Hour Average Data Comparison 
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Figure 3: PM10 24-Hour Average Data Comparison 
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Figure 4: Site-1 PM2.5 24 Hour Average Data  
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Figure 5: Site 1 Hourly Dust Comparison 
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Figure 6: Site 2 Hourly Dust Comparison 

 



New Acland Coal Mine Stations 

Report No: DAT23848_Rev 1 

New Hope Group 

 

 

 

Page 38 of 58 

 

 

 

Figure 7: Site 3 Hourly Dust Comparison 
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Figure 8: Site 5 Hourly Dust Comparison 
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Figure 9: Site 6 Hourly Dust Comparison 
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Figure 10: Site 7 Hourly Dust Comparison 
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Figure 11: Site 8 PM10 Hourly Dust  
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Figure 12: Site 9 PM10 Hourly Dust  
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Figure 13: Site 1 Wind Rose 
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Figure 14: Site 7 Wind Rose 
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Figure 15: Site 1 and Site 7 Ambient Temperature Comparison 
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Figure 16: Site 1 Relative Humidity 
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Figure 17: Site 1 and Site 7 Daily Rain Comparison 
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Figure 18: Site 1 Solar Radiation  
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Figure 19: Site 1 Net Radiation  
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6.0 Valid Data Exception Table 
The tables below detail all changes made to the raw data set during the validation process. An 

explanation of reasons given in the table can be found in Appendix 2. 

Table 29: Site 1 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

01-01-26 
00:00 

01-01-26 
05:05 

Instrument fault PM10 SS 03-03-26 

01-01-26 
05:35 

31-01-26 
18:30 

Shadow on sensor occurring daily between 
approximately 05:35-06:25 and 17:55-18:30  

SR SS 03-03-26 

01-01-26 
05:35 

31-01-26 
18:30 

Shadow on sensor occurring daily between 
approximately 05:35-08:20, 11:05-11:35 and 

17:50-18:30 
NR SS 03-03-26 

05-01-26 
16:05 

06-01-26 
09:05 

Instrument fault - Logger error  PM10 SS 03-03-26 

05-01-26 
16:25 

27-01-26 
03:00 

Intermittent instrument fault - Wind data 
flatlined 

WS, WD, 
Sigma 

SS 03-03-26 

13-01-26 
08:20 

13-01-26 
14:00 

Scheduled monthly maintenance and 
subsequent stabilisation - TEOM Filters changed 

and new rain gauge was installed 

PM10, TSP, 
PM2.5, 

Rain, SR 
SS 03-03-26 

13-01-26 
14:00 

22-01-26 
13:40 

Static multiplier of 4.18 applied to correct SR 
data 

SR SS 03-03-26 

16-01-26 
08:55 

25-01-26 
23:20 

Intermittent instrument fault - Status error 
PM10, TSP, 

PM2.5 
SS 03-03-26 

22-01-26 
12:55 

22-01-26 
15:20 

Non-scheduled maintenance - Remotely 
multiplier update for solar radiation and 

restarted the PM2.5 unit 
PM2.5, SR SS 03-03-26 
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Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

25-01-26 
22:20 

25-01-26 
22:45 

Instrument fault 
Temp-2m, 

Temp-
10m, RH 

SS 03-03-26 

 

 

Table 30: Site 2 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

01-01-26 09:15 11-01-26 14:20 
Intermittent instrument fault - Possible 

moisture interference 
PM10 SS 03-03-26 

12-01-26 14:10 12-01-26 16:00 
Scheduled monthly maintenance and 
subsequent stabilisation - TEOM filter 

replaced  

All 
parameters 

SS 03-03-26 
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Table 31: Site 3 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

01-01-26 00:00 13-01-26 14:55 TEOM removed for service PM10 SS 03-03-26 

13-01-26 15:00 13-01-26 17:00 
Scheduled monthly maintenance - PM10 
unit installed, and TEOM filter replaced 

PM10, TSP SS 03-03-26 

18-01-26 22:55 19-01-26 13:40 Instrument fault - Status error TSP SS 03-03-26 

13-01-26 17:05 23-01-26 14:15 Instrument fault - Status error PM10 SS 03-03-26 

22-01-26 12:40 22-01-26 12:50 
Non-scheduled maintenance - Remotely 

connected to investigated the fault 
PM10 SS 03-03-26 

28-01-26 17:50 29-01-26 08:05 Instrument fault - Logger error  PM10 SS 03-03-26 

 

Table 32: Site 5 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

06-01-26 07:15 01-02-26 00:00 Instrument fault - Logger error  PM10 SS 03-03-26 

12-01-26 14:05 12-01-26 17:00 
Scheduled monthly maintenance - TSP 

filter was changed 
PM10, TSP SS 03-03-26 

13-01-26 13:40 13-01-26 18:00 Instrument fault - Data flatlined  TSP SS 03-03-26 
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Table 33: Site 6 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

12-01-26 13:15 12-01-26 15:20 
Scheduled monthly maintenance - New 

TEOM filter installed  
All 

parameters 
SS 03-03-26 

 

Table 34: Site 7 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

12-01-26 12:00 12-01-26 14:05 
Scheduled monthly maintenance - 

New filter installed  
PM10, TSP, 

Rain 
SS 03-03-26 

27-01-26 08:40 01-02-26 00:00 Instrument fault - Logger error  PM10 SS 03-03-26 

 

Table 35: Site 8 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

13-01-26 08:40 13-01-26 09:10 Scheduled monthly maintenance   Nil SS 03-03-26 

 

Table 36: Site 9 Data Exception Table 

Start Date End Date Reason 
Change 

Details 

User 

Name 

Change 

Date 

06-01-26 22:35 08-01-26 08:10 Noisy data  PM10 SS 03-03-26 

13-01-26 08:00 13-01-26 08:30 Scheduled monthly maintenance  Nil SS 03-03-26 
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7.0 Report Summary 
 

Percentage availability for most parameters was above 95% at the New Acland stations. The 
exceptions were: 
 

• Site 1: 
 
Capture rate is low for TSP due to instrument fault during the reporting month.  
 
Capture rate is low for WS, WD, Sigma due to instrument fault during the reporting month. 
 
Capture rate is low for solar radiation and net radiation due to shadow on sensors. 
 

• Site 3: 
 
Capture rate is low for PM10 due to instrument removed for repair during the reporting month. 
 
 

• Site 5: 
 
Capture rate is low for PM10 due to instrument fault during the reporting month. 
 

• Site 7: 
 
Capture rate is low for PM10 due to instrument fault during the reporting month. 
 

• No exceedances were recorded at all sites of New Acland. Please refer to Tables 21-28 for 

details. 

 
------------------------------------------------END OF REPORT------------------------------------- 
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Appendix 1 - Definitions & Abbreviations 
 

°C    Degrees Celsius 

      µg/m³    Micrograms per cubic metre at standard temperature and pressure (0°C and 101.3 kPa) 

      deg 

LDL 

   Degrees (True North) 

   Lower detectable limit 

m/s    Metres per second 

       PM₁₀    Particulate less than 10 microns in equivalent aerodynamic diameter 

PM2.5    Particulate less than 2.5 microns in equivalent aerodynamic diameter 

       TSP    Total suspended particulates 

TEOM    Tapered Element Oscillating Microbalance 

WD    Vector Wind Direction 

WS     Vector Wind Speed 
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Appendix 2 - Explanation of Exception Table 
 

Commissioning refers to the initial setup and calibration of the instrument when it is first installed. 

For some instruments there may be a stabilisation period before normal operation commences. 

Data affected by environmental conditions – wind speed / wind speed gust spike refers to when a 

one-off high reading occurs due to a natural occurrence such as a bird sitting on the wind sensor, or 

some other event causing the readings to spike. 

Data transmission error refers to a period of time when the instrument could not transmit data. This 

may be due to interference, or a problem with the phone line or modem. 

Equipment malfunction/instrument fault refers to a period of time when the instrument was not in 

the normal operating mode and did not measure a representative value of the existing conditions. 

Gap in data/data not available refers to a period of time when either data has been lost or could not 

be collected. 

Instrument Alarm refers to an alarm produced by the instrument. A range of alarms can be produced 

depending on how operation of the instrument is being affected. 

Instrument out of service refers to a lack of data due to an instrument being shut down for repair, 

maintenance, or factory calibration. 

Logger error refers to when an error occurs and instrument readings are not correctly recorded by 

the logger.  

Maintenance refers to a period of time when the logger / instrument was switched off due to 

maintenance. 

Power Interruption refers to no power to the station therefore no data was collected at this time. 

Stabilisation following power interruption refers to the start-up period of an instrument after power 

has been restored. 
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Appendix 3 – Amendments 

 
This amended report supersedes the previously issued version dated 06 March 2026. 

With reference to Site-5, the TSP concentration readings from 1 January to 12 January 2026 were 

initially invalidated due to a status alarm (Alarm Code = 8) active on the unit. Upon investigation, the 

alarm was identified as a pressure-related warning. A technician attended the site and confirmed that 

all parameters were within the acceptable range; therefore, the data have now been deemed valid. 

 

The following changes have been made: 

Excel reports: 

5 Min Average, 1 Hr Average, and 24 Hr Average tabs have been updated to include the Site-5 TSP 

concentrations from 01/01/2026 to 12/01/2026. 

PDF report: 

• Table 14, "Monthly Data Capture for New Acland Sites for January 2026" (page 25): Site-5 TSP 

capture percentage has been updated. 

• Table 15, "Monthly TSP Summary Data Table January 2026" (page 26): Site-5 TSP concentrations 

have been included from 01/01/2026 to 12/01/2026. 

• Figure 2, "TSP 24-Hour Average Data Comparison" (page 33): Site-5 TSP concentrations have been 

updated in the graph. 

• Figure 8, "Site 5 Hourly Dust Comparison" (page 39): Site-5 TSP concentrations have been updated 

in the graph. 

• Table 32, "Site 5 Data Exception Table" (page 53): has been updated. 

• Section 7.0, "Report Summary" (page 55): Site-5 description has been updated. 
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Appendix 4 – Extracted Conditions  
 

Table 15: Regulatory conditions and requirements referred to in report.  
 

Condition Report section 
Environmental Authority  
Air Quality  
(B2) All air quality indicators listed in Table B1 – Air quality monitoring 
requirements3, must be monitoring at the locations and at the 
frequency listed in Table B1 – Air quality monitoring requirements in 
accordance with the following methodologies:  
a) For dust deposition of 120 milligrams per square metre per day, 
averaged over 1-month, when monitored in accordance with the most 
recent version of Standards Australia AS/NZS 3580.10.1 Methods for 
sampling and analysis of ambient air – Determination of particulate 
matter – Deposited matter – Gravimetric method;  
b) For a concentration of particulate matter with an aerodynamic 
diameter of less than 10 micrometres (PM10) suspended in the 
atmosphere of 50 micrograms per cubic metre over a 24-hour 
averaging time and 25 micrograms per cubic metre over a 1-year 
averaging time, when monitored in accordance with the most recent 
version of either: (i) Standards Australia AS/NZS 3580.9.6 Methods for 
sampling and analysis of ambient air – Determination of suspended 
particulate matter – PM10 high volume sampler with size-selective inlet 
– Gravimetric method; or  
(ii) Standards Australia AS/NZS 3580.9.9 Methods for sampling and 
analysis of ambient air – Determination of suspended particulate matter 
– PM10 low volume sampler – Gravimetric method; or  
(iii) Standards Australia AS 3580.9.8 Methods for sampling and analysis 
of ambient air – Determination of suspended particulate matter – PM10 
continuous direct mass method using tapered element oscillating 
microbalance analyser.  
c) For a concentration of particulate matter suspended in the 
atmosphere of 90 micrograms per cubic metre over a 24-hour 
averaging time and 90 micrograms per cubic metre over a 1-year 
averaging time, when monitored in accordance with the most recent 
version of AS/NZS 3580.9.3 Methods for sampling and analysis of 
ambient air – Determination of suspended particulate matter – Total 
suspended particulate matter (TSP) – High volume sampler gravimetric 
method.  
d) For a concentration of particulate matter with an aerodynamic 
diameter of less than 2.5 micrometres (PM2.5) suspended in the 
atmosphere of 25 micrograms per cubic meter over a 24-hour 
averaging time and 8 micrograms per cubic meter over a 1-year 
averaging time when monitored in accordance with:  
(i) The most recent version of Standards Australia AS/NZS 3580.9.12 
Methods for sampling and analysis of ambient air, Determination of 
suspended particulate matter – PM2.5 beta attenuation monitors; or  

Sections 2.2 and 3.2. 

 
3 Reproduced as Table 16 in Appendix 5 of this Report.  
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Condition Report section 
(ii) The most recent version of Standards Australia AS/NZS 3580.9.13 
Methods of sampling and analysis of ambient air, Determination of 
suspended particulate matter – PM2.5 continuous direct mass method 
using a tapered element oscillating microbalance monitor; or  
(iii) Another method as agreed to in writing by the administering 
authority.  
 
NOTE: 1 These limits are based upon relevant air quality objectives 
contained in the Environmental Protection (Air) Policy 2019 and may be 
automatically amended to reflect any amendment or replacement of the 
relevant air quality objective in the Environmental Protection (Air) Policy 
2019.  
(B8) All continuously monitored parameters required by Table B1 – Air 
quality monitoring requirements and the forecasting system required 
by condition B5 must be made publicly available online and in real-time, 
presented:  
a) Spatially; and  
b) Real-time rolling over 1-hour average across all sites that can be 
drilled into for each location to provide:  
(i) Real-time rolling over 1-hour average data on 24-hour basis;  
(ii) Links to historical data on one hour basis; and  
(iii) Links to historical 24-hour data.  
 

Please see the Real-Time Air 
Quality and Noise Performance 
Monitoring Data dashboard.  

Noise  
(F1) The environmental authority holder must ensure that noise 
generated by the mining activities does not cause the criteria in Table 
F1 – Noise Limits (includes construction activities)4 to be exceeded at 
a noise sensitive place…  
 

Section 3.3 

(F4) The environmental authority holder must ensure that blasting does 
not cause the limits for peak particle velocity and air blast overpressure 
in Table F3 – Blasting noise limits5 to be exceeded at a noise sensitive 
place.  
 

Section 3.4  

(F7) Compliance noise monitoring and recording required by conditions 
F5, F6, F7, F8 and F9 must conducted in accordance with the 
administering authority’s Noise Measurement Manual and include the 
following:  
a) LA01, adj, 15 min - day, evening & night; LA10, adj, 15 min - day, evening 
& night; LAeq, adj, 15 min - day, evening & night and LA90, adj, 15 min - day, 
evening & night;  
b) background noise LA90;  
c) the level and frequency of occurrence of impulsive or tonal noise and 
any adjustment and penalties to statistical levels;  
d) atmospheric conditions including temperature, relative humidity and 
wind speed and directions;  

Sections 2.3 and 3.3 

 
4 Reproduced as Table 14 in Appendix 5 of this Report.  

5 Reproduced as Table 15 in Appendix 5 of this Report. 

https://nac-emos.newhopegroup.com.au/dash/#/main
https://nac-emos.newhopegroup.com.au/dash/#/main
https://nac-emos.newhopegroup.com.au/dash/#/main
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Condition Report section 
e) effects due to any extraneous factors such as traffic noise and natural 
sources (e.g., insects, birds and wind);  
f) location, date and time of monitoring;  
g) if a complaint concerns low frequency noise and where permitted by 
the owner or occupier of the noise sensitive place: LLINeq 10 min 
(internal), LAeq 10 min (internal) and one third octave band 
measurements in LLINeq 10 min (internal) for centre frequencies in the 10 
– 200 Hz range;  
h) maximum (LAmax) noise levels – night (for a minimum of 30 min); 
and  
i) 1/3 octave band spectrums.  
 
(F14) The environmental authority holder must, at their own cost, 
appoint an independent acoustic consultant to review the monthly noise 
report format for a twelve (12) month period following the 
commencement of reporting.  
 
The monthly reports must be submitted to the administering authority.  
 
The monthly reports must be produced to present information from 
noise monitoring in a manner that is clear, open and unambiguous. 

Section 1.3 

(F16) The environmental authority holder must develop and implement 
a blast monitoring program to monitor compliance with Table F3 – 
Blasting noise limits for:  
a) At least 90% of all blasts undertaken on this site in each year at the 
nearest noise sensitive place to the centroid of the blast; and  
b) All blasts conducted during any time period specified by the 
administering authority at the nearest noise sensitive place.  
 
Results of the blast monitoring program must be included in the 
monthly compliance monitoring report required by the coordinator-
General’s imposed condition 3.  

Section 3.4 
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Appendix 5 – Environmental Authority Limits 
 

Table 16: EA Noise Limits (including Construction). 
 

Noise level dBA 
measured as 

All days 
7am – 6pm 6pm – 10pm 10pm – 7am 

Noise measured at a ‘Noise sensitive place’ 

LAeq,adj,15min 1 42 35 35 

LAmax - - 50 

LAmax - rail spur 2 - - 56 

LAeq(24hr) - rail spur 2 - - 50 
Note: 
1. All noise other than that which is distinguishable as train noise 
2. Only for noise distinguishable as train noise 

 
Table 17: EA Blasting Noise Limits. 
 

Blasting noise 
limits 

Sensitive place or commercial place blasting noise limits 

Monday to Friday: 7am to 6pm 
Saturday: 9am to 1pm 

Monday to Friday: 
6pm to 7am. 

Saturday: 
1pm to 9am. 

Sunday. 
Public Holidays. 

Air blast 
overpressure 

115 dB (Linear) Peak for 9 out of 10 consecutive 
blasts initiated and not greater than 120 dB 

(Linear) Peak at any time  
No blasting 

Ground vibration 
peak particle 

velocity  

5mm/second peak particle velocity for 9 out of 
10 consecutive blasts and not greater than 10 
mm/second peak particle velocity at any time  

No blasting 
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Table 17: Air quality limits and monitoring requirements 
 

Location* Air Quality Indicator Instrument Frequency Air Quality Limit Nuisance Limit 
1, 2 (Acland) PM2.5 TEOM Continuous 25μg/m3 (24-hr avg) 

8μg/m3 (annual) 
 

PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 

 

TSP Modified TEOM Continuous  90μg/m3 (annual) 80μg/m3 (24-hr avg) 
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day 120mg/m2/day 

7,8 (or an alternative 
location to the north of 
the Stage 3 New 
Acland mine identified I 
the Air Emissions 
Management Plan 
developed pursuant to 
condition B4). 

PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 

 

TSP Modified TEOM Continuous  90μg/m3 (annual)  
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day  

16 (East) Acland-
Silverleigh Road 

PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 

 

TSP Modified TEOM Continuous  90μg/m3 (annual) 80μg/m3 (24-hr avg) 
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day 120mg/m2/day 

38,39 (or an alternative 
location to the north-
west of the Stage 3 
New Acland mine 
identified in the Air 
Emissions 
Management Plan 
developed in pursuant 
to condition B4). 

PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 

 

TSP Modified TEOM Continuous  90μg/m3 (annual) 80μg/m3 (24-hr avg) 
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day 120mg/m2/day 

15 (East) PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 
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Location* Air Quality Indicator Instrument Frequency Air Quality Limit Nuisance Limit 
TSP Modified TEOM Continuous  90μg/m3 (annual) 80μg/m3 (24-hr avg) 
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day 120mg/m2/day 

35,36 (west of mine 
site) 

PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 

 

TSP Modified TEOM Continuous  90μg/m3 (annual) 80μg/m3 (24-hr avg) 
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day 120mg/m2/day 

37 (West)+ (trend 
monitoring at 37 or an 
alternative location to 
the west of Stage 3 
New Acland mine 
identified in the Air 
Emissions 
Management Plan 
developed pursuant to 
condition B4). 

PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 

 

TSP Modified TEOM Continuous  90μg/m3 (annual) 80μg/m3 (24-hr avg) 
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day 120mg/m2/day 

44 (northwest)+ (trend 
monitoring at 44 or an 
alternative location to 
the north-west of the 
Stage 3 New Acland 
mine identified in the 
Air Emissions 
Management Plan 
developed pursuant to 
condition B4). 

PM10 TEOM Continuous  50μg/m3 (24-hr avg) 
25μg/m3 (annual) 

 

TSP Modified TEOM Continuous  90μg/m3 (annual) 80μg/m3 (24-hr avg) 
Insoluble solids  Dust Gauge  Monthly  120mg/m2/day 120mg/m2/day 
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